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2. INTRODUCTION 

 Project Background 

Scottish Hydro Electric Power Distribution (SHEPD) has contracted Smarter Grid Solutions (SGS) to 
support Scottish & Southern Electricity Networks (SSEN) on SSEN Work Package 3 (SWP3) ‘Detailed 
DNO Scheme Design’ within Phase 1 of their Resilience as a Service (RaaS) innovation project.  

This Network Innovation Competition funded project aims to improve energy security in rural and 
remote areas by combining battery storage with local energy resources to provide low carbon, cost 
effective network resilience in response to faults.  The project is being delivered by three project 
partners - SSEN as the network operator together with smart infrastructure experts Costain and 
leading European energy company E.ON. 

SWP3 requires SGS to produce a detailed DNO scheme design for the project’s selected trial site1, 
which also considers replicability across further sites.  The DNO scheme design comprises the system 
architecture for the DNO side aspects of the RaaS system, including its integration with existing SSEN 
assets and interface with the external (third party owned) elements of the RaaS scheme (under 
development by E.ON), together with the supporting DNO side operational functions, control 
processes and information exchanges required to implement a RaaS solution.  SGS will be required to 
engage with SSEN and their partners throughout SWP3. 

This ‘DNO RaaS Controller Detailed Design Specification’ builds on the associated detailed 
requirements documented in the ‘DNO RaaS Controller Requirements & Use Case Specification’ report 
to provide the design for the DNO RaaS Controller which fulfils the Use Cases associated with the 
implementation of a RaaS solution.  Accompanying SWP3 material will provide detail on other aspects 
of the DNO side scheme design. 

 

 SWP 3 - Detailed DNO Control Scheme Design for the Selected Trial Site 

SGS’s proposal for SWP3 takes SSEN’s 24 required Scope of Works (SoW) items (see Appendix 1) and 
addresses these through a smaller number of logically cognate and sequential tasks that incorporate 
the complexity and interdependency across these areas. This brings together the diverse domains 
across the common themes of requirements specification, Use Case specification, architecture 
modelling as well as detailed technical and procedural design.  Organising the project in this way also 
enables clear and efficient project management.  SGS has mapped the 24 SSEN SoW items to six tasks, 
with four milestone deliverable documents, as set out in Schedule 1 of the agreed SHEPD/SGS Contract 
[1]. 

The Tasks are as follows: 

Task 1 Initiation, Review of Project Progress, Project Outputs and Liaison with partners 

Task 2 DNO RaaS Controller Requirements and Use Case Specification 

Task 3 DNO RaaS Controller Architecture Specification 

Task 4 DNO RaaS Controller Detailed Design Specification  

Task 5 DNO RaaS Controller Testing, Installation, Commissioning and Trial Plan  

Task 6 DNO RaaS Controller Design Delivery Reporting and Supporting Dissemination 

 
1 SSEN are specifying the works and equipment to replace the existing 11kV switchboard at the Drynoch primary substation trial site with a 

new suitable 11kV switchboard for the RaaS trial. 
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The agreed milestone deliverables are: 

 

 Task 1 - Initiation, Review of Project Progress, Project Outputs and 
Liaison with Partners 

Task 1 comprises initiation of SWP3 with familiarisation of existing project material and information 
available from SSEN, together with ongoing liaison with SSEN and other RaaS project partners, as 
necessary. 

 

 Task 2 - DNO RaaS Controller Requirements and Use Case Specification  

Task 2 involves capturing, analysing and specifying the following to enable the detailed design to 
address all functional, system, user, information and other requirements:  

• High-level functional requirements. 

• Functional use cases. 

• Detailed requirements (functional, non-functional, roles/responsibility, infrastructure & security). 

Task 2 is documented in [3] and covers items 2, 4, 5, 6, 8, 9, 12 and 15 from the SSEN Scope of Work 
for SWP3: along with the outputs of Task 1, items 1, 19, 20, 21 and 22.   

 

 Task 3 - DNO RaaS Controller Architecture Specification 

Task 3 defines the appropriate DNO RaaS Controller system architecture that will deliver the use cases 
and meet the requirements captured based upon logical requirements.   

The architecture will incorporate communications infrastructure protocols and data transfers, and 
capture the distinctions between different hosting environments, e.g. SSEN IT, OT and RTS systems, 
third-party/non-SSEN, and project partner/RaaS Service Provider components of the overall solution, 
at an appropriate level of detail. 

If any distinctions exist, the architecture will be presented with features that are specific to the 
innovation project trial, and those that may be established for BaU roll-out.   

Task 3 covers items 3, 4, 6, 7, 11 and 13 from the SSEN Scope of Work for SWP3 along with the outputs 
of Task 2 above.  

The outputs from Task 3 feed directly into and are a core part of Task 4 below. 

 

 Task 4 - DNO RaaS System Detailed Design Specification  

The detailed design has been developed based on the generic DNO RaaS Controller Requirement 
Specification (Task 2).  In line with the approach taken for the requirements specification and 

SWP3-1 DNO RaaS Controller Requirements and Use Case Specification document, Tasks 1 & 2 

SWP3-2 DNO RaaS Controller Detailed Design Specification document, Tasks 3 & 4 

SWP3-3 DNO RaaS Controller Trial Testing, Installation and Commissioning Plan and Budgetary 
Cost Estimate, Task 5 

SWP3-4 SWP3 DNO RaaS Controller Project Summary Report, Task 6 
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architecture specification (Task 3), the detailed design identifies any relevant distinctions between the 
design for a vendor agnostic general case and features relating to the trial system planned for Drynoch 
Primary substation. 

The Detailed Design Specification (DDS) covers the following: 

• RaaS control solution overall design and embedded operating principles and procedures. 

• Functional control logic capturing the following operating modes:  

o grid connected operation. 

o grid-connected to islanded transition. 

o island operation (including DER embedded within the network). 

o island-to-grid synchronisation and transition. 

o black start. 

• Communications media, information standards and protocols. 

• Network monitoring, visibility and operator intervention - including alarms to the DNO DMS 
(Distribution Management System) and associated interface design of required functionality 
within SCADA and the central DMS. 

• Fail-safes and communication reliability issues. 

• Third-party RaaS control interfaces. 

• Operational risks and mitigation measures. 

• Cyber Security: risks and security design. 

• Organisational models. 

The design will be presented in several standard and broadly accepted means including: 

• Architecture diagrams. 

• Hardware specifications. 

• Software specifications. 

• Interface specifications. 

• Communications specifications. 

• Control sequence / flow models. 

• Inventory lists (e.g. databases, alarms, alerts). 

• Functionality per operating mode. 

• Security features. 

This task includes items 5, 6, 7, 8, 10, 11, 12, 13, 14, 15, 20, and 21 from the SSEN Scope of Work for 
the outputs of Tasks 2 and 3 above.   
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 Task 5 - DNO RaaS Controller Trial Testing, Installation and 
Commissioning Plan and Budgetary Cost Estimate 

Task 5 will define an implementation plan to support planning the network trial stage of the project 
including: 

• Test Programme to validate design functionality. 

• Commissioning and implementation plan. 

• Trial implementation cost estimation.    

Task 5 includes items 16, 17 and 18 from the SSEN Scope of Work. 

 

 Task 6 - DNO RaaS Controller Project Summary Report 

The delivery of the detailed design methodology in Tasks 1 to 5 are to be captured in a summary report. 

The summary report will provide material for dissemination support to SSEN, in keeping with the 
requirements of NIC governance and accepted/standard approaches and sub-contractor roles in 
dissemination. 

SGS will further support the dissemination of SWP 3 findings through contribution to supporting 
materials for workshop, webinar or conference presentation, including supporting the delivery of such 
events with industry-recognised subject-matter experts from the SGS team. 

This task includes items 23 and 24 from the SSEN Scope of Work. 

 

 Scope 

This document builds on the Task 2 requirements and use case specification and covers: 

• Task 3 - DNO RaaS System Architecture Specification 

• Task 4 - DNO RaaS System Detailed Design Specification 

 This document forms the SWP3-2 deliverable. 

 

 Exclusions 

The DDS does not cover the following topics: 

• Changes to SSEN’s DMS other than indicating new alerts/status updates and control commands 
necessary for the Control Room to have visibility of the RaaS scheme and interact with the DNO 
RaaS Controller. 

• Detailed functionality of third-party systems (e.g. the BESS EMS, protection schemes, 
measurement and automation) other than functions relevant to the DNO RaaS Controller. 

• SSEN’s communications infrastructure other than details relevant to the DNO RaaS Controller. 

• SSEN’s processes (including backup processes). 

• SSEN’s policies. 

• Detailed support and maintenance procedures for the DNO RaaS Controller. 
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 Document Structure 

The remainder of this document is structured as follows: 

Section 3 RaaS Control Solution overall design and embedded operating principles and 
procedures. 

Section 4 Functional control logic capturing the following operating modes.  

Section 5 Architecture. 

Section 6 Communications media, information standards and protocols. 

Section 7 Network Monitoring, Visibility and Operator Intervention. 

Section 8 Fail-safes and communication reliability issues. 

Section 9 Operational Risks and Mitigation Measures. 

Section 10 Cyber Security: Risks and Security Design. 

Section 11 Organisational Models. 

Appendices Appendices containing supporting information to the DNO RaaS Controller detailed 
design specification. 

 

 Intended Audience 

The intended audience is as follows: 

• SGS Project Design Team. 

• SSEN RaaS Delivery Team. 

• SSEN BaU teams including Design, OT, RTS and the Control Room. 

• E.ON RaaS Design Team. 

• Costain RaaS Team. 

• Potential suppliers of RaaS equipment, including those who may tender to provide the DNO RaaS 
Controller. 

• Other DNOs, and those with an interest in the development of enhanced flexible solutions. 

 

 Stakeholders 

Table 1 lists the various systems and engineering stakeholders and their interests in the design. 

 

 

 

 

 

 

 



Scottish and Southern Electricity Networks 
  Resilience as a Service 

DNO RaaS Controller Detailed Design Specification 
 
 

200993 04C Page 11 of 62 30/06/2021 
© 2021 Smarter Grid Solutions Ltd.  CONFIDENTIAL 

Table 1 - DNO RaaS Controller Design Stakeholders 

Stakeholder Interest 

SGS Consultant appointed to develop the DNO RaaS Controller requirements, design, 
and testing specifications. 

SSEN  DNO appointed to deliver the RaaS project, including development of the DNO 
side system to interface with the external RaaS BESS, and in the context of 
creating a scheme suitable for future business as usual role out of RaaS. 

SSEN - 
including 
Design, OT, 
RTS, Control 
Room 

Approval of designs & equipment prior to implementation of a RaaS scheme, 
interaction with the ongoing operation of RaaS. 

E.ON - RaaS Technical development of the RaaS BESS system and associated Energy 
Management System, and its interfacing with SSEN assets. 

Costain - RaaS Appraising the supply chain for RaaS, though stakeholder engagement with those 
who may participate in delivering a RaaS solution. 

Equipment 
Suppliers 

Those who may provide equipment or services necessary for the implementation 
of a RaaS scheme. 

 

 Reference Documents 

This report refers to the following documents associated with the RaaS project and the DSO Controller 
element requirements. 

[1] Research and Development agreement between Scottish Hydro Electric Power Distribution Plc 
and Smarter Gris Solutions Ltd “Project; FW Services - RaaS Phase 1 Project Support - Multisite 
0721 Purchase Order number; 1221060522”, dated 06/01/2021. 

[2] Resilience as a Service ‘Front End Engineering Design (FEED)’ report, version v2.0, dated 
17/02/2021. 

[3] Smarter Grid Solutions report “Resilience as a Service, DNO RaaS Controller Requirements and 
Use Case Specification”, Document No. 200993 03 version B, 30/4/2021.  
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 Terminology 

Table 2 describes acronyms and other terms used within this document. 

Table 2 - Terminology 

Term Definition 

ANM Active Network Management 

BaU Business as Usual - refers to business as usual deployment of RaaS following 
successful trials 

BESS Battery Energy Storage System 

CB Circuit Breaker 

CI Customer Interruptions 

CML Customer Minutes Lost 

CT Current Transformer 

DAR Delayed Auto Reclosers 

DDS Detailed Design Specification 

DER Distributed Energy Resource 

DERMS Distributed Energy Resources Management System 

DG Distributed Generation 

DMS Distribution Management System 

DNP3 Digital Network Protocol 3 

DNO Distribution Network Operator 

EMC Electromagnetic Compatibility 

EMS Energy Management System 

GOOSE Generic Object-Oriented Substation Event model 

HMI Human Machine Interface 

ICCP Inter-Control Centre Communications Protocol 

IEC International Electrotechnical Commission standards 

IED Intelligent Electronic Device 

IIS Interruption Incentive Scheme - regulatory performance incentive scheme 
based on CI and CML 

ISMS Information Security Management System 
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Term Definition 

LOM Loss of Mains 

NIST National Institute of Standards and Technology 

NOP Normal Open Point on the DNO electricity distribution network 

OT Operational Technology 

PMCB Pole Mounted Circuit Breaker 

PQM Power Quality Monitoring 

RBAC Role Based Access Control 

RTS Real Time Systems 

RTU Remote Terminal Unit 

SCADA Supervisory Control and Data Acquisition 

SDL Software Development Lifecycle 

SGS Smarter Grid Solutions 

SIEM Security and Information Event Management 

SSEN Scottish and Southern Electricity Networks 

SWBD Switch Board 

TCP/IP Transmission Control Protocol of the Internet Protocol suite 

Threshold Setting at a Measurement Point 

UI User Interface 

VT Voltage Transformer 
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3. RAAS CONTROL SOLUTION OVERALL DESIGN AND EMBEDDED 
OPERATING PRINCIPLES AND PROCEDURES 

Based on the RaaS Front End Engineering Design (FEED) report [2], the RaaS system has three main 
operational modes and five transition processes. 

The operational modes comprise: 

1. Grid Only mode - normal grid operation with the RaaS BESS unavailable. 

2. Grid plus RaaS BESS mode - normal grid operation with the RaaS BESS operating in parallel and 
monitoring to respond to a RaaS event, whilst also charging or potentially providing services 
to other flexibility market, and with Local DER operating/exporting to grid as normal. 

3. RaaS Islanded mode - islanded network operation with supply to customers provided by the 
RaaS BESS together with any available Local DER2. 

The transition processes include: 

1. Transition from Grid plus RaaS BESS mode to RaaS Islanded mode due to a grid supply failure 
(unplanned transition). 

2. Transition from Grid plus RaaS BESS mode to RaaS Islanded mode due to a planned grid supply 
disconnection (planned transition). 

3. Transition from RaaS Islanded mode to Grid plus RaaS BESS mode (resynchronising). 

4. Loss of grid with system blackout, followed by Black Start into RaaS Islanded mode. 

5. Transition from Grid Only mode to Grid plus RaaS BESS mode. 

Reflecting this, the DNO RaaS Controller has two principal functions: 

1) Provide a link between the DNO SCADA system (including comms with the DNO Control Room) 
and an interface to the RaaS BESS, to ensure safe and effective operation of the RaaS system 
and the distribution network supplied by the RaaS system.  

2) Monitor the operation and status of the Primary Substation and associated 11kV network and 
initiate the appropriate RaaS transition modes in response to a fault situation (subject to the 
RaaS system having been enabled by the DNO Control Room), including maintaining correct 
protection/system settings through the various modes of operation.   

A full description of the DNO RaaS Controller requirements and use cases is set out in SGS report [3].  
The points below provide a summary description of the operating principles that link the requirements, 
use cases and the architecture design (as represented in Figure 1 of section 4). 

1. The DNO RaaS Controller provides the principal interface between the DNO Control Room and 
the third-party RaaS system (RaaS BESS and BESS EMS).   

o The DNO RaaS Controller will allow the DNO Control Room to enable/disable RaaS 

system functionality for safety (e.g. persons working the primary substation) and for 

DNO network operational reasons (e.g. NOPs moved due to other abnormal network 

conditions).  This includes the automatic transition from Grid plus RaaS BESS operation 

 
2 Local DER may remain connected during island mode operations.  The BESS EMS will be responsible for regulating the island network 

voltage and frequency accommodating any local DER that may be present.  Should it be the case that the RaaS Service Provider has contracted 
with any Local DER for specific services to support the RaaS BESS during island mode operations, the RaaS Service Provider will be responsible 
for managing/overseeing DER power import/export, possibly via the BESS EMS. 
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to RaaS Islanded operation, automatic island black start and automatic island to grid 

synchronising.  

o The DNO RaaS Controller will provide the DNO Control Room with operational status 

updates including mode of operation (e.g. Grid Only, Grid plus RaaS BESS, RaaS 

Islanded mode); alert status updates including island mode 11kV voltage and 

frequency threshold violations and any associated RaaS BESS circuit breaker status and 

trips; primary substation transformer power flow threshold violations and any 

associated RaaS BESS circuit breaker status and trips; RaaS BESS readiness status 

updates; forecast island mode run time status updates and an alert if the primary 

substation 11kV switchboard transitions to a black out condition (de-energised state). 

2. The DNO RaaS Controller monitors the third-party RaaS system performance (analogue 

measurements of 11kV voltage, frequency and power flows via the RaaS BESS transformer and 

primary substation transformer 11kV circuit breakers) and alerts the third party BESS Control 

Centre where performance is outside of programmed thresholds and takes action to protect 

the DNO network and customer equipment where required ( e.g. trip the RaaS BESS 11kV 

circuit breaker as a last resort). These control actions are generally longer term where the 

third-party RaaS system does not modify behaviour in response to alerts.  Other dedicated 

protection systems act where faster responses are required, e.g. RaaS BESS G99 protection.  

Status updates relating to alerts issued to the third-party RaaS provider and status updates for 

control actions taken (e.g. trip the RaaS BESS 11kV circuit breaker) are reflected on the DNO 

DMS RaaS user interface at the DNO Control Room as a visual update for Control Room 

operators. 

3. The DNO RaaS Controller will coordinate a number of stages involved in an island network 

black start including checking the readiness of the third-party RaaS system to support a black 

start, commanding the DNO DMS to reconfigure the network ready to be energised, 

commanding the BESS EMS to energise the reconfigured island network, commanding the 

DNO DMS to carry out the supply restoration switching sequence, monitoring the island 

network frequency and 11kV voltage stability during the restoration switching sequence and 

during post restoration island mode, permitting the BESS EMS to synchronise the island with 

a returned healthy 11kV grid.  During black start the DNO RaaS Controller will take action to 

halt or restart the process due to BESS EMS voltage and frequency regulation issues. During 

the black start process the DNO RaaS Controller will also, where required, send commands to 

block and unblock PMCB DAR protection and switch 11kV protection setting groups. 

4. During the transitions from Grid plus RaaS BESS to RaaS Islanded operation, and RaaS Islanded 

mode to Grid plus RaaS BESS operation, the DNO RaaS Controller will check the status of the 

RaaS system 11kV earth and take immediate action to disconnect the RaaS BESS if the earth 

status is not correct (interlock failure). 

 

The following sections of this report set out the detailed design specification that delivers the 

functional and non-function requirements and the associated use cases set out in [3]. 
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4. ARCHITECTURE 

The detailed system architecture for the DNO RaaS Controller aspects of the RaaS system, including its 
integration with existing SSEN assets and its interface with the external elements of the RaaS system, 
are provided in the following sub sections. 

 

 Physical Architecture 

The following diagram represents the proposed physical architecture for applying a DNO RaaS 
Controller at a primary substation where the third-party BESS EMS is situated locally to the substation, 
which is the case for the proposed RaaS demonstration system at the selected trial site of Drynoch 
primary substation.   

 

Figure 1 - DNO RaaS Controller with Local RaaS BESS Physical Architecture 

 

Figure 1 is a representation of the architecture based on the Drynoch primary substation - other 
primary substations may vary, e.g. differing numbers of feeders (likely that candidate sites for RaaS 
would have one primary transformer supply circuit).  It is taken that the Drynoch primary substation 
will have a new modern 11KV switchboard with digital devices that carry out protection, measurement 
and control functions, based on Intelligent Electronic Devices (IED) linked to an RTU via digital control 
and data buses.  This 11kV switchboard comms architecture is therefore reflected in Figure 1. 
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4.1.1. Comms Link 1 - DNO RaaS Controller/Primary Substation 11kV RTU 

The DNO RaaS Controller will interface with the substation RTU via comms link 1.  This interface can 
be via an IEC 61850 or DNP3 protocol using a TCP/IP3 connection.  It is assumed that for the trial, the 
RTU is capable of an IEC 61850 or DNP3 TCP/IP connection. It is noted that for future BaU 
implementation at other DNO’s sites across the UK this may not be the case.  The RTU will also interface 
with the existing SCADA system.  All required data and control signals transferred to and from the DNO 
DMS to both the DNO RaaS Controller and the primary substation equipment will be passed through 
the substation RTU.  All data and control signals between the DNO RaaS Controller and the BESS EMS 
will also pass through the substation RTU.  All data from the 11kV switchboard to the DNO RaaS 
Controller and control signals from the DNO RaaS Controller to the 11kV switchboard will also be via 
the RTU with the following exceptions: 

• To facilitate fast status updates of the RaaS BESS transformer neutral earth contactor position 

to the DNO RaaS Controller, a direct hardwired link might be used.  While the neutral earth 

contactor will be interlocked with the position of the primary transformer circuit breaker to 

ensure there is always one and only one 11kV earth for each operational mode (Island, Grid, 

Grid plus RaaS BESS), should this interlock fail, the DNO RaaS Controller requires fast 

confirmation that this has occurred to take safety mitigation actions (trip the RaaS BESS 11kV 

circuit breaker).  

• To facilitate fast voltage and frequency measurements to the DNO RaaS Controller, CT and VT 

analogues will be hardwired to a power quality meter (PQM) integrated as part of the DNO 

RaaS Controller4. 

• To facilitate fast power flow measurements through the primary transformer(s) and the RaaS 

BESS 11kV circuit, CT and VT analogues will be hardwired to a power quality meter (PQM) 

integrated as part of the DNO RaaS Controller. 

Note that the data store will be local to the DNO RaaS Controller and may be an integral part of the 
device, therefore this comms link does not require to be specified and can be left to the DNO RaaS 
Controller supplier to select. 

For BaU applications of RaaS it is expected that the DNO RaaS Controller will always be at the primary 
substation, however, unlike the trial site, a full replacement of the 11kV switchboard may not always 
be necessary.  This could be the case where the RaaS BESS is located at another point on the 11kV 
network or if SSEN has a suitable 11kV switchboard to accommodate a new RaaS circuit breaker at the 
primary substation.  Where the 11kV switchboard is not to be replaced, it must be ensured that 
suitable protection devices and comms interface facilities exist or can be added/replaced if not 
currently suitable. 

 

 

 
3 SSEN has indicated a TCP/IP connection is required, if for BaU applications the RTU cannot accommodate a 
TCP/IP connection, the RTU should be upgraded.   
4 The PQM functionality can be implemented using the DNO RaaS Controller itself or with another device that 
will be implemented alongside the DNO RaaS Controller. 
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 Architecture for RaaS BESS Remote from the Primary Substation (BaU 
applications) 

For BaU, the location of the RaaS BESS and BESS EMS may be remote from the primary substation as 
they will be connected to the associated 11kV network at a suitable location determined by the third 
party RaaS Service Provider. 

Figure 2 shows the proposed architecture for a RaaS BESS located remotely from the primary 
substation.  Note that the 11kV system earth for island mode operation is retained at the primary 
substation and is not on the RaaS BESS transformer 11kV neutral earth as this would be at the remote 
location. 

 

Figure 2 - DNO RaaS Controller with Remote RaaS BESS Physical Architecture 

 

4.2.1. Comms Link 1 - DNO RaaS Controller/Primary Substation 11kV RTU 

This link serves the same purpose as Link 1 described for the local RaaS BESS architecture.  

The only difference from the local BESS architecture is the addition of an RTU at the remote BESS 
substation.  Communications between the DNO RaaS Controller will pass between the primary 
substation RTU and BESS EMS RTU.  This link is not specified as it is taken to be part of the third party 
RaaS design (E.ON) for the link between the BESS EMS and the 33/11kV primary substation.  It is noted 
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that for the BESS EMS communication requirements that a very fast link is required to achieve seamless 
transition from Grid plus RaaS BESS to RaaS Islanded mode which may not be achievable. 

 

 Communications Links 

The control and data information that require to be passed via the substation RTU between the DNO 
RaaS Controller, BESS EMS, BESS Control Centre, DNO SCADA, DNO Control Room and primary 
substation are summarised in Table 3.  Table 3 also includes the direct links from the primary substation 
equipment (CTs, VTs, RaaS BESS transformer 11kV neutral earth contactor) to the DNO RaaS Controller. 

Table 3 summarises the basic data volume and speed requirements for the DNO RaaS Controller 
communication links to support the specification of Link 1. 

Table 3 also lists the alarms and alerts issued from the DNO RaaS Controller to the DNO Control Room 
and the BESS Control Centre.
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Table 3 - Summary of Communication Between Components of RaaS System with the DNO RaaS Controller 

From To For Use By Data Volume Speed 

DNO RaaS Controller 

 

 

33/11kV Primary Substation RTU 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

DNO DMS (via DNO 
SCADA) 

  

• Send DNO RaaS Controller error/failure warnings. 

Send RaaS operational status updates including: 

• Grid Only, Grid plus RaaS BESS, RaaS Islanded mode status updates. 

• Send voltage violation status updates. 

• Send RaaS BESS CB trip due to voltage violation status updates. 

• Send frequency violation status updates. 

• Send RaaS BESS CB trip due to frequency violation status updates. 

• Send power flow exceedance status updates. 

• Send RaaS BESS CB trip due to power flow violation status updates. 

• Send RaaS BESS CB trip due to 11kV earth system failure status updates. 

• Send synchronising achieved status update. 

• RaaS BESS G99 protection blocked/unblocked status update. 

• Send primary substation black out alerts. 

• Send PMCB DAR blocking/unblocking commands (where required). 

• Send initiation signal to DNO DMS to commence a black start switching sequences (network 
reconfiguration sequence or supply restoration sequence). 

• Send forecast RaaS BESS run time estimate. 

• Send status indication/warning of low forecast RaaS BESS run time estimate, cannot support 
island operation. 

• Send RaaS BESS low charge indication/warning, BESS will shortly shut down. 

• Send RaaS BESS high charge indication/warning, cannot accept further charge, BESS will shortly 
shut down. 

• If BESS EMS has DG trip mode implemented send warning and status when mode is applied. 

• Send data from Data Store to DNO Data Historian. 

 Low as no 
measurement data is 
being sent. 

 

(20 Kbit/s based on 
SGS experience using 
DNP3.0 for data 
transfer between 
ANM Strata and field 
devices.)5 

Does not require to be 
fast speed (less than 
100ms round trip).  A 
slow speed (less than 1 
second round trip) is 
required.  (The existing 
SCADA communications 
speed likely to be 
multiple seconds.) 

DNO RaaS Controller 33/11kV Primary Substation RTU 33/11kV Primary 
Substation 

  

• Send open commands to the RaaS BESS 11kV circuit breaker. 

• Send protection setting group change commands. 

• Watchdog timer value. 

 Low as no 
measurement data is 
being sent. 

A slow speed (less than 
1 second round trip) is 
required.   

DNO RaaS Controller 33/11kV Primary Substation RTU BESS EMS  

 

 

 

• Send signal to enable/disable automatic transition from Grid plus RaaS BESS to RaaS Islanded 
operation. 

• Send command to permit synchronising to the grid. 

• Send command to prepare for an island black start. 

• Send command to connect and energise the 11kV primary substation switchboard (part of 
black start process) 

• Send command to put RaaS BESS into a safe power import/export mode. 

 Low as no 
measurement data is 
being sent. 

 

A slow speed (less than 
1 second round trip) is 
required). 

 

DNO RaaS Controller 33/11kV Primary Substation RTU BESS Control Centre 
(via BESS EMS) 

  

Send various alerts including: 

• Send voltage violation alerts. 

• Send RaaS BESS CB trip due to voltage violation alerts. 

• Send frequency violation alerts. 

• Send RaaS BESS CB trip due to frequency violation alerts. 

• Send power flow exceedance alerts. 

• Send RaaS BESS CB trip due to power flow violation alerts. 

• Send RaaS BESS CB trip due to 11kV earth system failure alerts. 

• Send RaaS BESS G99 protection not blocked alert (island mode). 

• Send RaaS BESS G99 protection not unblocked alert (Grid plus RaaS BESS mode). 

• Send synchronising achieved status update. 

• Send primary substation black out alerts. 

• Send forecast RaaS BESS run time estimate. 

• Send status indication/warning of low forecast RaaS BESS run time estimate, cannot support 
island operation. 

 
 
 
 
 
 

 Low as no 
measurement data is 
being sent. 

 

A slow speed (less than 
1 second round trip) is 
required). 

 

 
5 There is an outstanding consideration regarding whether data would be sent from the DNO RaaS Controller Data Store to another DNO operational data historian system via the SCADA system, which would require 
a larger data volume, or whether the DNO would download data locally every few months.  The requirements specification specifies 3 months of data storage. 
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From To For Use By Data Volume Speed 

DNO DMS (via DNO SCADA) 33/11kV Primary Substation RTU DNO RaaS Controller   

• Send NOP circuit breaker status updates. 

• Send PMCB circuit breaker status updates. 

• Send PMCB DAR blocking status. 

• Send commands for enabling/disabling of automated island black start,  

• Send commands for enabling/disabling automated permission for island synchronising to grid,  

• Send commands for enabling/disabling of automated transition from Grid plus RaaS BESS to 
RaaS Islanded mode. 

 Low as no 
measurement data is 
being sent. 

 

Does not require to be 
fast speed (less than 
100ms round trip).  A 
slow speed (less than 1 
second round trip) is 
required.  (The existing 
SCADA communications 
speed likely to be 
multiple seconds). 

DNO DMS (via DNO SCADA) 33/11kV Primary Substation RTU 33/11kV Primary 
Substation 

  

• Send open/close commands to the primary substation transformer(s) 11kV circuit breaker. 
(Normal operations) 

• Send open/close commands to the RaaS BESS 11kV circuit breaker. (Normal operations, restore 
RaaS BESS following a resolved failure.) 

• Send open/close commands to the feeder 11kV circuit breakers. (Normal operations and black 
start reconfiguration and supply restoration switching sequences.) 

 Uses existing 
communication links. 
(Low as no 
measurement data is 
being sent.) 

Uses existing 
communication links. (A 
slow speed (less than 1 
second round trip) is 
required). 

 

33/11kV Primary  33/11kV Primary Substation RTU DNO RaaS Controller   

• Send circuit breaker status updates. 

• Send protection setting group status6. 

 Low as no 
measurement data is 
being sent. 

A slow speed (less than 
1 second round trip) is 
required. 

BESS EMS 33/11kV Primary Substation RTU DNO RaaS Controller  

 

 

 

• Send RaaS BESS charge status updates (on 1% change). 

• Send RaaS readiness status updates (available/not available and fault status and reason for 
unavailability where this is the case). 

• Send BESS G99 enabled/disabled status. 

• Send readback of enabled/disabled status for automated transition from Grid plus RaaS BESS to 
RaaS Islanded mode. 

• Send readback of enabled/disabled status for RaaS BESS safe import/export mode enabled. 

• Send indication/warning that RaaS BESS has low charge and will shortly shut down. 

• Send indication/warning that RaaS BESS has high charge and cannot accept further charge and 
will shortly shut down. 

• If BESS EMS has DG trip mode implemented send warning and status when mode is applied.  

 Low as no 
measurement data is 
being sent. 

 

A slow speed (less than 
1 second round trip) is 
required. 

 

Primary Substation VTs/CTs DNO RaaS Controller PQM DNO RaaS Controller   

The following analogue signals are sent to the DNO RaaS Controller PQM which will provide the 
required voltage, frequency and power flow measurements. 

• Primary substation 11kV busbar VT analogue measurements. 

• Primary transformer 11kV circuit CTs analogue measurements. 

• Primary transformer VT on transformer side of 11kV circuit breaker analogue measurements 
(return on grid voltage and frequency when in island mode). 

• RaaS BESS 11kV circuit CTs analogue measurements. 
 

 N/A. Analogue 
measurement 
values. 

Fast. Measured values 
are required at 0.1 
second updates or less. 

RaaS BESS transformer neutral earth 
contactor 

DNO RaaS Controller DNO RaaS Controller   

• Contactor status (open/closed)  Low Fast.  Hardwire link (0.1 
seconds or less) 

33/11kV Primary Substation RTU DNO RaaS Controller DNO RaaS Controller   

• Watchdog timer value  Low Not required to be fast. 

BESS EMS 33/11kV Primary Substation RTU 33/11kV Primary 
Substation RTU 

  

• Watchdog timer value  Low Not required to be fast. 

 
6 SSEN has advised that circuit breaker status is already available on their substation RTUs and there is provision for protection setting group status. 
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  Hardware 

The DNO RaaS Controller is to be deployed in a primary substation building environment on commodity 
server hardware or substation hardened computers. 

Operating Environment.  The DNO RaaS Controller shall be compliant with the IEEE 1613 
standard and able to operate in the following environments: 

Temperature Range (operating). The operating range must be between -20°C - +55°C. 

Temperature Range (storage). The storage temperature range must be between -30°C 
to - +70°C. 

Damp heat. The hardware must be able to operate in 40°C with 95% relative humidity 
for 8 hours. 

Control Panel. The control panel containing the DNO RaaS Controller will be compliant with an 
IP55 rating. 

Power Supply. The DNO RaaS Controller shall be fed from an appropriate substation power 
supply: 110 VDC or 24 VDC external power supply. 

Ethernet Ports. The DNO RaaS Controller shall have at least 2 independent ethernet ports, one 
for use in communicating with the Substation RTU and at least one other for use with an internal 
network (e.g. to communicate with an HMI, I/O module, PQM module or local engineering 
access). It must be possible to disable these ports if not in use. 

Switch. If an internal network is used within the DNO RaaS Controller, it must be possible to 
disable any ports not in use to prevent unauthorised access. 

I/O Connection. The DNO RaaS Controller must be capable of accepting volt-free contact hard 
wired digital inputs.  

Analog measurements. Minimum of 2 CT and 2 VT inputs - It must be possible to expand the 
number of inputs to accommodate all VTs and CTs present in each individual substation where 
RaaS is to be deployed. 

Memory. The available memory in the DNO RaaS Controller shall be appropriate to its design 
and must not operate with a consistently high CPU usage (> 90% of capacity). 

Disk Space. The DNO RaaS Controller shall have sufficient hard disk space such that the volume 
of logs, updates, patches, data historian etc shall not fill the disk space within 3 months as a 
minimum during the duration of the trial. 
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5. FUNCTIONAL CONTROL LOGIC 

The functional control logic for the DNO RaaS Controller is set out in the following section.  The control 
logic is broken down into defined functional areas and addresses the use cases and functional 
requirements set out in the detailed requirements specification [3].  The functional areas set out here 
include: 

Table 4 - DNO RaaS Controller Functional Areas 

Functional Area Associated Use Cases 

RaaS BESS Readiness UC1 

Grid plus RaaS BESS Operation UC2, UC4 

Grid plus RaaS BESS, to RaaS Islanded Transition UC3 

RaaS Island Operation UC6 

Island-to-Grid Synchronisation UC5, UC10, UC11 

Black Start UC7, UC8, UC9 

 

The use case descriptions from reference [3] are summarised below: 

Table 5 - DNO RaaS Controller Use Cases 

Use Case Description 

UC1 RaaS BESS Readiness Status 

UC2 Grid plus RaaS BESS 11kV Blackout Condition Monitoring 

UC3 Grid plus RaaS BESS Transition to RaaS Islanded Operation - Monitoring 

UC4 Grid plus RaaS BESS Primary Substation Transformer Thermal and 11kV Voltage    Out 
of Limits Monitoring 

UC5 Island Condition 11kV Earth Check, Protection Setting Switching and DAR Blocking 

UC6 Island Condition Primary 11kV Substation Frequency and Voltage Stability Monitoring 

UC7 Blackout, Reconfiguration of Island Network Ready for Black Start 

UC8 Blackout, Energise Reconfigured Primary Substation 11kV Switchboard 

UC9 Island Blackout Network and Customer Supply Restoration CB Switching 

UC10 BESS Island Network Permission to Synchronise with the Grid 

UC11 Grid plus RaaS BESS Condition Restore Protection Settings, DAR and NOP Switching 

 

 RaaS BESS Readiness (UC1) 

During operational conditions (Grid plus RaaS BESS, RaaS Islanded, Grid Only), the DNO RaaS Controller 
will monitor the readiness of the RaaS BESS to provide RaaS services and provide status updates to the 
DNO Control Room and alerts to the BESS Control Centre where necessary.  This includes: 
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1. Monitor the BESS EMS for operational status, available/ not available and fault status and 
reason for unavailability where this is the case.  Update on a change of status.  Available should 
mean that the RaaS BESS is fully functional with the RaaS BESS LV AC switchboard and the RaaS 
BESS transformer energised ready for the RaaS BESS 11kV circuit breaker to be closed if not 
already closed. 

2. Monitor the status of the primary substation RaaS BESS 11kV circuit breaker and alert the BESS 
Control Centre when the RaaS BESS is offline. (The BESS Control Centre can then check if this 
is planned e.g. for maintenance, before taking further actions e.g. reconnecting the RaaS BESS 
to the Grid supplied network.) 

3. Monitor the RaaS BESS charge status and estimate the forecast island operation run time over 
the next four hours assuming the 11kV network island demand remains constant over that 
period i.e. will it run for four hours in island mode and if not how long (network island demand 
from primary transformer(s) power flow measurements)7.   Update the run time forecast at a 
programmed interval (5 minutes suggested) or when the RaaS BESS charge status changes by 
1% of the rated RaaS BESS charge capacity, using the RaaS BESS charge and island demand 
measurement at that point in time.   

4. Where the RaaS BESS charge or forecast run time drops below a programmed threshold, the 
RaaS BESS will be deemed not to be ready to support an island operational condition and an 
alert will be raised with the BESS Control Centre. 

Status updates will be issued to the DNO Control Room via the DNO RaaS Controller associated with 
each item 1 to 4 above. 

The DNO RaaS Controller logic diagram covering RaaS BESS readiness is illustrated in Figure 3. 

 

 
7 Note that this is a minimal functional requirement specification, if vendors have more accurate forecasting tools, this will 

be considered during the tender process for the DNO RaaS Controller including the cost implications. 
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Figure 3 - RaaS BESS Readiness Logic Diagram 

 

 Grid plus RaaS BESS Operation (UC2, UC4) 

5.2.1. Observation of Operational Transitions 

During Grid plus RaaS BESS operation, the DNO RaaS Controller will monitor the primary substation 
11kV voltage, frequency, primary substation transformer 11kV circuit breaker status and power flow, 
and the RaaS BESS 11kV circuit breaker status for signs of an operational mode change.  Table 6 
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illustrates the DNO RaaS Controller logic to determine an operation mode change while in Grid plus 
RaaS BESS operating mode.  The 11kV voltage and frequency measurements provide part of the logic 
i.e. remain within programmed stable limits or not.  For the transition to a black out condition the 
primary transformer 11kV circuit breaker should be opened by the BESS EMS LOM protection.  If this 
is not the case and the circuit breaker remains closed, the LOM protection has failed and the RaaS 
system has failed.  The logic function is only to provide indication to the DNO Control room of a change 
in operational status.  The DNO Control Room can check other DNO DMS data such as protection trip 
flags to confirm why there has been a change of operational status if required e.g. why has a transition 
to a black out condition occurred. 

Table 6 - Observation logic to determine an operational mode change during Grid plus RaaS BESS 
Operation 

Transition Observed changes 

From  To 11kV Voltage 
11kV 
Frequency 

Primary 
Transformer 
11kV CB 

RaaS 
BESS 
11kV CB 

Primary 
Transformer 
Power Flow 

RaaS BESS 
Power Flow 

Grid 
plus 
RaaS 
BESS 

RaaS 
Islanded 

Remains 
stable. 

Remains 
stable. 

Changes 
state to 
open 

   

Grid 
plus 
RaaS 
BESS 

Grid 
Only 

Remains 
stable. 

Remains 
stable. 

 Changes 
state to 
open 

 Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Grid 
plus 
RaaS 
BESS 

Island, 
no BESS 
(11kV 
network 
black 
out) 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Changes 
state to 
open 

 Drops below 
a 
programmab
le threshold 
for a 
programmab
le period of 
time 

 

 

In Table 6, thresholds to determine stable frequency and voltage would be programmable and decided 
upon by SSEN, limits suggest are 47.5 to 52Hz for frequency and +/- 6% for 11kV voltage.  The voltage 
and frequency thresholds to determine a blackout condition would be much lower, closer to zero 
where there are no issues around retained voltage or frequency measurements. 

 

5.2.2. Primary Substation Transformer Power Flow Exceedance 

During Grid plus RaaS BESS operation the RaaS Service Provider may be trading in electricity markets 
to generate additional revenue while adhering to RaaS service provision contracts.  This may involve 
power export and import via the primary substation transformer.  It is expected that the BESS EMS will 
manage power flows in line with a connection agreement that ensures that primary transformer 
thermal limits are not exceeded or be part of a DNO ANM scheme that issues set points to the BESS 
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EMS to manage network constraints.  While not being part of an ANM scheme8, the DNO RaaS 
Controller will monitor the primary substation transformer 11kV power flow for signs that the BESS 
EMS is not correctly managing the power flows through the primary transformer within pre-
programmed threshold limits.  Where thresholds are exceeded, the DNO RaaS Controller can take 
actions to alert the BESS Control Centre that they need to reduce the RaaS BESS power import/export.  
The DNO RaaS Controller will also trip the RaaS BESS 11kV circuit breaker where insufficient action is 
taken.  In addition, when an alert is sent to the BESS Control Room (via the BESS EMS) requesting action 
is taken to reduce a RaaS BESS power export or import, a set point reduction value will also be sent to 
the BESS EMS to reduce power import or export by.  The BESS EMS will be able to react to this set point 
reduction value automatically without manual intervention by the BESS Control Centre.  Details of the 
calculation of this set point reduction value will be provided by SSEN.    

A stable power flow through the primary substation transformer considers operation below set 
thresholds independent of the power flow direction (power import or export).  For each power flow 
direction (import, export)9 two programable power flow threshold limits (Threshold 1 less than 
Threshold 2) are considered each with two programable timers, one timer to raise an alert to the BESS 
Control Centre and a set point reduction value to the BESS EMS and the other longer timer to trip the 
RaaS BESS 11kV circuit breaker where sufficient action to reduce the RaaS BESS power import/export 
is not observed by the DNO RaaS Controller.  This combination of two power flow thresholds allows 
larger power flow threshold violations to be alerted to the BESS Control Centre and control action 
taken by the BESS EMS to the issued set point reduction value in faster timescales than for a lesser 
power flow threshold violation.  The programable thresholds and timer setting are to be provided by 
SSEN. Table 7 summaries the DNO RaaS Controller power flow export and import programmable 
thresholds, timers and actions. 

Table 7 - 11kV Power flow threshold exceedance, timers and actions (Grid plus BESS operations). 

Threshold Time Action Comments 

Export upper power 
flow Threshold 1 
exceeded 

Timer 1 exceeded Issue set point 
reduction value to 
BESS EMS.  Alert the 
BESS Control Centre.   

 

Export upper power 
flow Threshold 1 
exceeded 

Timer 2 exceeded Trip the RaaS BESS 
11kV CB 

Timer 2 longer than 
timer 1. 

Export upper power 
flow Threshold 2 
exceeded 

Timer 3 exceeded Issue set point 
reduction value to 
BESS EMS.  Alert the 
BESS Control Centre. 

Threshold 2 higher 
than Threshold 1. 

Timer 3 shorter than 
Timer 1. 

Export upper power 
flow Threshold 2 
exceeded 

Timer 4 exceeded Trip the RaaS BESS 
11kV CB 

Timer 4 longer than 
Timer 3. 

 
8 While not designed here as part of an ANM or DERMS scheme, the DNO RaaS Controller functionality could be provided within an 

overarching ANM or DERMS system.  However, this is out with the scope of DNO RaaS Controller design. 
9 This caters for transformers that have restricted export limits (LV to HV flow) compared with power flow import thermal limits. 
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Threshold Time Action Comments 

Import upper power 
flow Threshold 1 
exceeded 

Timer 1 exceeded Issue set point 
reduction value to 
BESS EMS.  Alert the 
BESS Control Centre. 

 

Import upper power 
flow Threshold 1 
exceeded 

Timer 2 exceeded Trip the RaaS BESS 
11kV CB 

Timer 2 longer than 
timer 1. 

Import upper power 
flow Threshold 2 
exceeded 

Timer 3 exceeded Issue set point 
reduction value to 
BESS EMS.  Alert the 
BESS Control Centre. 

Threshold 2 higher 
than Threshold 1. 

Timer 3 shorter than 
Timer 1. 

Import upper power 
flow Threshold 2 
exceeded 

Timer 4 exceeded Trip the RaaS BESS 
11kV CB 

Timer 4 longer than 
Timer 3. 

 

 Grid plus RaaS BESS, to RaaS Islanded Transition (UC3) 

When the BESS EMS is enabled for automatic transition to island mode, the RaaS system and 
associated BESS EMS has the following functionality, detailed in section 9 of the RaaS FEED report [2]. 

• The BESS EMS or other dedicated device detects an out-of-range deviation of the frequency 
voltage on the 33/11 kV system and trips the primary substation transformer 11kV circuit 
breaker, disconnecting the primary 11kV switchboard from the grid, thereby placing the 
primary substation 11kV network in island mode.   

• At the same time, the RaaS BESS transformer 11kV winding neutral/earth contactor will close 
(interlocking with the opening of the primary substation transformer 11kV circuit breaker) to 
maintain an earth reference to the 11kV network.  The primary substation transformer 11kV 
breaker and the RaaS BESS transformer neutral/earth contactor will be interlocked to ensure 
the correct operation although at this stage the interlocking method has not been decided 
(mechanical, electrical or software interlocking). 

• At the same time, the BESS EMS having detected a loss of grid and on opening the primary 
substation transformer circuit breaker issues a ‘blocking’ signal to the RaaS BESS G99 
protection relay to prevent its further operation with the 11kV network now in island mode.  
Noted that if the G99 protection is not blocked, the reduced island system inertia may result 
in rate of change of frequency events (RoCoF) that could trip the BESS via the G99 protection.   

• In island mode, the RaaS BESS switches from grid following to grid forming mode and is the 
single internal source of voltage and frequency regulation for the 11kV network and supports 
the full network demand. 

• The RaaS BESS will continue to support the network in island mode until either the grid returns 
to a healthy state and the island is resynchronised with the healthy grid, or the BESS batteries 
fall below a threshold SOCmin value and shuts down10. 

 
10 Note that if the application of RaaS was considered for cases where the power export from other DER is likely to exceed 

the island network demand, when the RaaS BESS reaches the upper charge limit, the RaaS BESS will shut down.  Such a RaaS 
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The DNO RaaS Controller logic diagram covering transition from Grid plus RaaS BESS to RaaS Islanded 
operation is illustrated in Figure 4.  The key steps are: 

1. The DNO RaaS Controller monitors the status of the primary substation transformer 11kV 
circuit breaker and if this changes to open and the 11kV voltage and frequency remain above 
programmed thresholds (see section 5.4), a transition to BESS supported RaaS Islanded 
operations has occurred.  The DNO RaaS Controller logic to identify that there has been a 
transition from Grid plus RaaS BESS to RaaS Islanded operation is set out in section 5.2, Table 
6.   

2. The DNO RaaS Controller will check that an 11kV earth for the BESS supported island has been 
established (RaaS BESS transformer 11kV neutral earth contactor closed). 

a. If for some reason the RaaS BESS transformer 11kV neutral earth contactor has not 
closed (BESS supported island has no 11kV earth), the DNO RaaS Controller will trip 
the RaaS BESS 11kV circuit breaker putting the primary substation 11kV switchboard 
and associated distribution network into a black out condition.  The DNO RaaS 
Controller will disable automatic black starting where this was enabled.  The DNO RaaS 
Controller will alert to DNO Control Room and BESS Control Centre that the RaaS 
system 11kV earth has failed and a black out condition now exists. 

3. Having confirmed that an 11kV earth is established the DNO RaaS Controller will check the 
status of the BESS EMS G99 protection has changed to disabled. 

a. If the RaaS BESS G99 protection is not indicated as disabled, the DNO RaaS Controller 
will alert the BESS Control Centre. 

4. Having confirmed that an 11kV earth is established the DNO RaaS Controller will issue control 
signals to switch any required primary substation 11kV protection to their alternative Island 
mode group settings (e.g. feeder sensitive standby earth fault protection) and confirm the 
status as changed to island mode group settings. 

a. If at step 4 any required primary substation protection remains in their Grid mode 
group settings, no status update will be sent from the DNO RaaS Controller to the DNO 
Control Room.  In this case the DNO Control Room may need to change any such 
protection settings from their Grid Only mode group settings to their RaaS Islanded 
mode group settings via the DNO DMS. 

5. Having confirmed that an 11kV earth is established the DNO RaaS Controller will issue control 
signals to block any required PMCB DAR and confirm the status as changed to blocked. 

a. If at step 5 any required PMCB DAR protection blocking is not applied, no status update 
will be sent from the DNO RaaS Controller to the DNO Control Room.  In this case the 
DNO Control Room may need to apply the DAR block via the DNO DMS. 

 
application would require a different starting position from a demand dominated island to give 4 hours of island support i.e. 
it would be required to start from a low BESS charge to absorb the net generation power balance. 
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Figure 4 - Grid plus RaaS BESS to RaaS Islanded Transition Logic Diagram 



 Scottish and Southern Electricity Networks 
  Resilience as a Service 

DNO RaaS Controller Detailed Design Specification 
 
 

200993 04C Page 31 of 62 30/06/2021 
© 2021 Smarter Grid Solutions Ltd.  CONFIDENTIAL 
 

 Island Operation (UC6) 

During RaaS Islanded operation, the DNO RaaS Controller will monitor the primary substation 
frequency and 11kV voltage for signs that the BESS EMS is not regulating the frequency and voltage 
within pre-programmed threshold limits.  Table 8 illustrates the DNO RaaS Controller voltage threshold 
exceedance logic and Table 9 illustrates the DNO RaaS Controller frequency threshold exceedance 
logic.   
 
A stable Voltage considers operation between lower and upper thresholds either side of a nominal 
11kV voltage.  Two programable lower and two programmable upper voltage threshold limits 
(deviation from 11kV Threshold 1 less than Threshold 2) are considered each with two programable 
timers, one to raise an alert to the BESS Control Centre and the other longer timer to trip the RaaS 
BESS 11kV circuit breaker.  This combination of two upper and lower voltage thresholds allows larger 
voltage deviations to be alerted to the BESS Control Centre or control action taken in faster timescales 
than for a lesser voltage deviation.  The programable thresholds and timer setting are to be provided 
by SSEN. 

Table 8 - 11kV Voltage threshold exceedance, timers and actions (RaaS Islanded operation). 

Threshold Time Action Comments 

Upper voltage 
Threshold 1 exceeded 

Timer 1 exceeded Alert the BESS Control 
Centre. 

 

Upper voltage 
Threshold 1 exceeded 

Timer 2 exceeded Trip the RaaS BESS 
11kV CB 

Timer 2 longer than 
timer 1. 

Upper voltage 
Threshold 2 exceeded 

Timer 3 exceeded Alert the BESS Control 
Centre. 

Threshold 2 higher 
than Threshold 1. 

Timer 3 shorter than 
Timer 1. 

Upper voltage 
Threshold 2 exceeded 

Timer 4 exceeded Trip the RaaS BESS 
11kV CB 

Timer 4 longer than 
Timer 3. 

Lower voltage 
Threshold 1 exceeded 

Timer 1 exceeded Alert the BESS Control 
Centre. 

 

Lower voltage 
Threshold 1 exceeded 

Timer 2 exceeded Trip the RaaS BESS 
11kV CB 

Timer 2 longer than 
timer 1. 

Lower voltage 
Threshold 2 exceeded 

Timer 3 exceeded Alert the BESS Control 
Centre. 

Threshold 2 higher 
than Threshold 1. 

Timer 3 shorter than 
Timer 1. 

Lower voltage 
Threshold 2 exceeded 

Timer 4 exceeded Trip the RaaS BESS 
11kV CB 

Timer 4 longer than 
Timer 3. 

 

A stable frequency considers operation between lower and upper thresholds either side of a nominal 
50Hz frequency.  Two programable lower and two programmable upper frequency threshold limits 
(deviation from 50Hz Threshold 1 less than Threshold 2) are considered each with two programable 
timers, one to raise an alert to the BESS Control Centre and the other longer timer to trip the RaaS 
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BESS 11kV circuit breaker.  This combination of two upper and lower frequency thresholds allows 
larger voltage deviations to be alerted to the BESS Control Centre or control action taken in faster 
timescales than for a lesser frequency deviation.  The programable thresholds and timer setting are to 
be provided by SSEN. 

Table 9 - Frequency threshold exceedance, timers and actions (RaaS Islanded operation). 

Threshold Time Action Comments 

Upper frequency 
Threshold 1 exceeded 

Timer 1 exceeded Alert the BESS Control 
Centre. 

 

Upper frequency 
Threshold 1 exceeded 

Timer 2 exceeded Trip the RaaS BESS 
11kV CB 

Timer 2 longer than 
timer 1. 

Upper frequency 
Threshold 2 exceeded 

Timer 3 exceeded Alert the BESS Control 
Centre. 

Threshold 2 higher 
than Threshold 1. 

Timer 3 shorter than 
Timer 1. 

Upper frequency 
Threshold 2 exceeded 

Timer 4 exceeded Trip the RaaS BESS 
11kV CB 

Timer 4 longer than 
Timer 3. 

Lower frequency 
Threshold 1 exceeded 

Timer 1 exceeded Alert the BESS Control 
Centre. 

 

Lower frequency 
Threshold 1 exceeded 

Timer 2 exceeded Trip the RaaS BESS 
11kV CB 

Timer 2 longer than 
timer 1. 

Lower frequency 
Threshold 2 exceeded 

Timer 3 exceeded Alert the BESS Control 
Centre. 

Threshold 2 higher 
than Threshold 1. 

Timer 3 shorter than 
Timer 1. 

Lower frequency 
Threshold 2 exceeded 

Timer 4 exceeded Trip the RaaS BESS 
11kV CB 

Timer 4 longer than 
Timer 3. 

 

 Island-to-Grid Synchronisation (UC5, UC10, UC11) 

The control logic for island to grid synchronisation is illustrated in the flow chart in Figure 5.  The key 
steps are: 

1. The DNO RaaS Controller will continuously update the BESS EMS on the auto synchronising 
enable/disable status.  

2. If the BESS EMS has an enable auto synchronising status, the BESS EMS will check there is a 
suitable 11kV voltage and frequency on the transformer side of the primary substation 
transformer 11kV circuit breaker (indicating there is a healthy grid to synchronise onto). 

a. If at step 2 the BESS EMS does not have an enable auto synchronising status, the BESS 
EMS will issue a request to the DNO RaaS Controller to synchronise to the grid.  DNO 
RaaS Controller will alert the DNO Control Room that it requires permission to allow 
the BESS EMS to synchronise the island onto the grid.  The DNO RaaS Controller will 
not issue the BESS EMS with an enable auto synchronising status update until the DNO 
Control Room enables auto synchronising. 
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3. The BESS EMS will go through its automated procedure to synchronise the BESS supported 
island with the grid, closing the primary substation transformer 11kV circuit breaker when the 
voltage magnitude, voltage phase angle and frequency on both sides to this circuit breaker are 
aligned within the programmed settings of the associated check sync relay (check sync relay 
settings to be provided by SSEN). 

a. If at step 3, the BESS EMS does not detect a suitable 11kV voltage and frequency, it 
will wait until this is detected before proceeding to  auto synchronise. 

4. Once the primary substation transformer 11kV circuit breaker is successfully closed by the 
BESS EMS, the DNO RaaS Controller will monitor that the 11kV voltage and frequency remains 
stable for a programmed period (within the threshold 1 limits in Table 8 and Table 9 for a 
programmed period e.g. 10 seconds) and provide a status update to the DNO Control Room 
that a successful synchronising has been completed.   

a. The DNO RaaS Controller will continue to wait for stable 11kV voltage and frequency 
for the programmed period.  At this stage, the RaaS BESS may be disconnected by the 
RaaS BESS G99 protection or other protection devices.  This would result in a grid only 
operation mode.  Alternatively, the BESS EMS Loss of Mains protection (LOM) may trip 
the primary substation transformer 11kV circuit breaker which would eventually result 
in another attempt by the BESS EMS to synchronise with the grid.  The Control Room 
will be receiving status updates of operational modes and issues and could intervene 
to take control by disabling the auto synchronising, tripping the RaaS BESS 11kV circuit 
breaker and re-energising the 11kV network by closing the primary substation 11kV 
circuit breaker to restore customer supplies. 

5. At step 4, the DNO RaaS Controller will also check the status of the RaaS BESS transformer 
11kV neutral earth contactor is open (island mode 11kV system earth removed, 11kV system 
now using the normal grid mode earth). 

a. At step 5, if the RaaS BESS transformer 11kV neutral earth contactor is closed, the DNO 
RaaS Controller will trip the RaaS BESS 11kV circuit breaker (RaaS system has failed). 

6. Following step 5, the DNO RaaS Controller will then check that the island mode  status of the 
RaaS BESS G99 protection has been removed. 

a. If at step 6 the RaaS BESS G99 protection block is not removed, the DNO RaaS 
Controller will alert the BESS Control Centre. 

7. Following step 5, the DNO RaaS Controller will send commands to remove any island mode 
PMCB DAR blocking and confirm the status is correct for grid operations. 

a. If at step 7 any required PMCB DAR protection block is not removed, no status update 
will be sent from the DNO RaaS Controller to the DNO Control Room.  In this case the 
DNO Control Room may need to remove any remaining DAR block via the DNO DMS. 

8. Following step 5, the DNO RaaS Controller will send commands to change any primary 
substation protection from their island mode group settings to their grid mode group settings 
and confirm the status is correct for grid operations. 

a. If at step 8 any required primary substation protection remains in their island mode 
group settings, no status update will be sent from the DNO RaaS Controller to the DNO 
Control Room.  In this case the DNO Control Room may need to change any such 
protection settings from their island mode group settings to their grid mode group 
settings via the DNO DMS. 
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Figure 5 - RaaS Island to Grid Synchronising Logic Diagram 
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 Black Start (UC7, UC8, UC9) 

Black starting an 11kV RaaS supported island network involves a number of stages coordinated by the 
DNO RaaS Controller including: 

 

• Stage 0   Pre Black-Start Readiness. 

• Stage 1   Configure the 11kV Island Network. 

• Stage 2   Connect the RaaS BESS to energise the Primary Substation 11kV Switchboard. 

• Stage 3   Restore 11kV Circuit Section Supplies and Connected Customer Supplies. 

• Stage 4   Maintain Stable Island Conditions 

• Stage 5   Synchronise to a healthy Grid Supply. 

• Stage 6  Black Start Island Conditions Completed 

 

5.6.1.  Stage 0 Pre Black-Start Readiness 

The DNO RaaS Controller will continually monitor the readiness of the RaaS BESS to provide RaaS 
services including island black start, see section 5.1.  

The DNO RaaS controller will also be monitoring for conditions that indicate a transition into a 33/11kV 
Primary Substation blackout condition.  This could occur when the RaaS BESS is out of service and there 
is a loss of grid supply to the primary substation, or the RaaS BESS trips out during RaaS Islanded 
operation.     

Where the DNO Control Room has issued a black start enable command, the DNO RaaS Controller can 
commence a black start sequence. 

Where the DNO Control Room has issued a black start disable command, the DNO RaaS Controller will 
not commence a black start sequence until a black start enable command is received from the DNO 
Control Room. 

The logic for identifying a transition to an 11kV network black out condition is provided in Table 10. 

Table 10 - Observation logic to determine a transition to a black out condition. 

Operating Mode Observed changes 

 11kV Voltage 11kV Frequency 
Primary 
Transformer 
Power Flow 

RaaS BESS Power 
Flow 

Grid plus RaaS 
BESS 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Grid Only Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 
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Operating Mode Observed changes 

 11kV Voltage 11kV Frequency 
Primary 
Transformer 
Power Flow 

RaaS BESS Power 
Flow 

RaaS Islanded Drops below a 
programmable 
threshold for a 
programmable 
period of time 

Drops below a 
programmable 
threshold for a 
programmable 
period of time 

 Drops below a 
programmable 
threshold for a 
programmable 
period of time 

 

5.6.2.  Stage 1 Configure the 11kV Island Network. 

Having identified a transition to a black out condition in stage 0, the control logic for configuring the 
33/11kV Primary Substation ready to be energised by the RaaS BESS is illustrated in the flow chart in 
Figure 6.  The key steps are: 

1. Where the RaaS BESS G99 protection is not indicated as blocked, alert the BESS Control Centre 
(via the BESS EMS), the G99 protection status will be indicated in the DNO Control Room and 
a RaaS BESS island black start will not commence until the G99 protection status changes to 
blocked. 

2. On receipt of a black start enable command from the DNO Control Room, check the status of 
the primary substation 11kV transformer circuit breaker and check voltage measurement on 
the primary substation 11kV busbars. 

a. If the transformer 11kV circuit breaker is closed, disable automatic black start and send 
a status update to the DNO Control Room and alert to the BESS Control Centre that 
the RaaS system has failed to operate correctly and that the automatic black start 
capability has been disabled.  The black start will not commence until the DNO Control 
Room enables automatic black start. 

b. If the primary transformer 11kV circuit breaker is open, and the RaaS BESS transformer 
11kV neutral earth contactor is open (interlocking has failed, no 11kV earth) send a 
status update to the DNO Control Room and alert to the BESS Control Centre that the 
RaaS system 11kV earth has failed to operate correctly and that the automatic black 
start capability has been disabled.  The black start will not commence until the DNO 
Control Room enables automatic black start.  [The DNO Control Room will require to 
revert to manual restoration of 11kV network supplies once a healthy grid returns, if 
the RaaS System failure cannot be resolved.] 

c. If the primary substation 11kV busbar voltage measurement is not below a 
programmable threshold for a programmed period (e.g. possible unintentional 
islanding), disable automatic black start.  Send a status update to the DNO Control 
Room and alert to the BESS Control Centre that there is voltage remaining on the 11kV 
network and that the automatic black start capability has been disabled.  The black 
start will not commence until the DNO Control Room enables automatic black start  
(enabled again by the DNO Control Room once they are satisfied the retained voltage 
issue is resolved). 

3. Issue a command to the DNO DMS to commence reconfiguration of the unenergized 33/11kV 
Primary Substation and 11kV network.   
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a. Receive a status update from the DNO DMS that the required switching sequence is 
complete. 

b. Confirm that the feeder and RaaS BESS 11kV circuit breakers are open. 

4. Send a blocking signal to any required PMCB DAR. 

5. Send a signal to switch any required protection relays to their alternate island mode setting 
group. 

6. Check BESS EMS readiness for a black start. 

a. If the RaaS BESS is indicating it is not ready, alert the BESS Control Centre (it is the 
responsibility of the BESS Control Centre to resolve any errors in the readiness signals.  
If the RaaS BESS is not ready e.g. insufficient charge, then the island black start cannot 
proceed further).  
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Figure 6 - Black Start Stage 1 Configure 11kV Primary Substation and Network Logic Diagram 
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5.6.3.  Stage 2 Connect the RaaS BESS to energise the Primary Substation 11kV 
Switchboard. 

During Stage 1, it is taken that the RaaS BESS will have prepared for a black start (i.e. energised the LV 
AC switchboard and the RaaS BESS transformer ready for the RaaS BESS 11kV circuit breaker to be 
closed) and will be indicating it is ready (DNO RaaS Controller is continually monitoring RaaS BESS 
readiness status). Having configured the 11kV network, the DNO RaaS Controller will request that the 
BESS EMS connects the RaaS BESS to the primary substation 11kV switchboard.  Note that when the 
BESS EMS loss of mains (LOM) protection opened the primary substation transformer 11kV circuit 
breaker at stage 0, the 11kV system neutral earth contactor for the RaaS BESS transformer would have 
been closed (interlinked with the primary substation transformer 11kV circuit breaker).  Hence, when 
the RaaS BESS 11kV circuit breaker is closed to energise the reconfigured 11kV primary substation 
switchboard (stage 1), the 11kV system earth will be established. The contactor position status 
requires to be checked by the DNO RaaS Controller to ensure that establishing the island 11kV earth 
has not failed.  The key steps are: 

1. The DNO RaaS Controller will close the RaaS BESS 11kV circuit breaker and energise the 
primary substation 11kV switchboard from the RaaS BESS.  Closing the RaaS BESS 11kV circuit 
breaker will also establish an 11kV earth via the RaaS BESS transformer neutral earth 
(contactor closed). 

2. Establish that a stable voltage and frequency is maintained for a programable period (e.g. 2 to 
10 seconds) before commencing with the wider network supply restoration sequence.  See 
section 5.4 regarding monitoring of voltage and frequency during RaaS Islanded mode 
operation and subsequent control actions where stable voltage and frequency are not met. 

a. Where the RaaS BESS 11kV circuit breaker is tripped due to voltage or frequency 
stability issues, the DNO RaaS Controller will repeat step 1 (a programable number of 
times, agreed with SSEN) to establish a stable energised primary substation. 

b. If a stable energised primary substation 11kV supply cannot be established, the DNO 
RaaS Controller will stop the black start sequence and issue a status update to the DNO 
Control Room that the black start has stopped.   

The DNO RaaS Controller logic diagram covering energisation of the primary substation 11kV 
switchboard is illustrated in Figure 7. 
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Figure 7 - Black Start Stage 2 Energise the Primary Substation 11kV Switchboard. 

 

5.6.4.  Stage 3 Restore 11kV Circuit Section Supplies and Connected Customer Supplies. 

With stable 11kV voltage and frequency on the primary substation 11kV switchboard the DNO RaaS 
Controller initiates the DNO DMS to commence a sequence of switching in feeder sections to restore 
customer supplies.  For the Drynoch trial, the required restoration switching sequence outlined in the 
FEED Study report [2] starts at the primary substation 11kV feeder breakers and continues with the 
PMCBs in a prescribed order to manage transformer inrush.  It is noted that at the time of writing, the 
RaaS project team are still to determine the appropriate switching sequence, including the potential 
use of Point on Wave (PoW) switching, to reduce the number of required switching operations and/or 
manage potential inrush currents on downstream transformers.  The circuit breaker closing sequence 
will be programmed by SSEN into the DNO DMS, which will provide the DNO RaaS Controller with a 
status update when this supply restoration switching sequence is complete. 
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The DNO RaaS Controller high-level requirements under black start stage 3 mode are: 

1. The DNO RaaS Controller issues a command to the DNO DMS to commence a programmed 
sequence of a circuit breaker closing to restore the 11kV network supply section by section 
starting with the primary substation 11kV feeder circuit breakers and working out into the 
network (the circuit breaker supply restoration sequence will be programmed into the DNO 
DMS by SSEN).    

2. After each circuit breaker closure, the DNO RaaS Controller will check that stable frequency 
and voltage conditions are maintained for a programable period agreed with SSEN (e.g. 10 
seconds11) before the next switching operation commences (SSEN require to allow a suitable 
period between DNO DMS switching operations to allow the DNO RaaS Controller to check 
that voltage and frequency is stable for an agreed period and send a command to the DNO 
DMS to halt the switching sequence if stability is not achieved).    

a. If the voltage and frequency are not within the preconfigured limits after the 
preconfigured period of time, The DNO RaaS Controller will issue a command to the 
DNO DMS to halt the programmed switching sequence and issue a status update to 
the DNO Control Room and alert the BESS Control Centre. The black start sequence is 
held until a stable voltage and frequency is detected for the pre-programmed period 
before issuing a command to the DNO DMS to continue the programmed switching 
sequence.  [Note at this point the DNO Control Room and BESS Control Centre may 
need to resolve the issue and restart the stage 3 sequence or adopt an alternative DNO 
Control Room solution. This could include abandoning specific network restoration 
steps and moving to a DNO Control Room initiated restoration sequence via the DNO 
DMS (with comms via the SCADA system) to restore as much of the island network as 
possible.]  

b. Where any voltage or frequency instability measurements are outside of a second set 
of wider preconfigured limits, the DNO RaaS Controller will shut down the island 
network (open the RaaS BESS 11kV Circuit breaker) to protect DNO and customer 
equipment.   

c. Where the RaaS BESS 11kV circuit breaker is tripped due to voltage or frequency 
stability issues, the DNO RaaS Controller issues a status update to the DNO Control 
Room that the black start sequence has stopped, and a black out condition exists.  The 
DNO RaaS controller will return to black start stage zero and commence again by 
requesting permission from the DNO Control Room to commence a black start.  This 
will be repeated a programable number of times, agreed with SSEN to establish a 
stable energised island network. 

d. If a stable energised island network cannot be established, the DNO RaaS Controller 
will stop the black start sequence and issue a status update to the DNO Control Room 
that the black start has stopped.   

3. Having received a status update from the DNO DMS that the supply restoration switching 
sequence is complete and checked that that the primary substation 11kV switchboard has 
stable voltage and frequency within preconfigured limits for a preconfigured period, the DNO 
RaaS Controller will issue a status update to the DNO Control Room indicating the switching 
sequence has been successfully completed where this is the case. 

 
11 The time allowed between switching operations can be determined during the Site Acceptance Testing if required. 
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The control logic for the island 11kV circuit restoration to restore supplies to connected customers is 
illustrated in the flow chart in Figure 8. 

 

Figure 8 - Black Start Stage 3 11kV Island Circuit Restoration 
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5.6.5.  Stage 4 Maintain Stable Island Conditions. 

Throughout stages 2 to 4 the BESS EMS will control the RaaS BESS import/export of real and reactive 
power to provide suitable regulation of the island network frequency and voltage. 

The DNO RaaS Controller functional control logic under black start stage 4 is covered in section 5.4 
Island Operation. 

 

5.6.6.  Stage 5 Synchronise to a Healthy Grid Supply. 

The functional control logic to synchronise the island network back onto a healthy 11kV grid supply is 
covered in section 5.5 Island-to-Grid Synchronisation. 

 

5.6.7.  Stage 6 Black Start Island Conditions Completed. 

The functional control logic covering the completion of a black start with a return to grid supplies is 
covered in section 5.5 Island-to-Grid Synchronisation. 
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6. COMMUNICATIONS MEDIA, INFORMATION STANDARDS AND 
PROTOCOLS 

 DNO RaaS Controller to Primary Substation RTU 

The DNO RaaS Controller is connected to the Primary Substation RTU and this connection is used for 
the majority of the data required by the DNO RaaS Controller. 

The communications between the DNO RaaS Controller are highly dependent on the capabilities of 
existing substation RTU and can be trial specific. However, it is recommended that this interface 
employs one of the following protocols: 

1. IEC 61850 Routable GOOSE Messaging. 

2. SCADA Protocols (Modbus / DNP 3.0 or IEC 60870-5-104) configured for high-speed operation. 

TCP/IP protocol is to be used. 

 DNO RaaS Controller to Primary Substation VTs/CTs 

The DNO RaaS Controller monitors the primary substation 11kV voltage, frequency and power flow of 
the primary substation transformer 11kV circuit breaker(s) and the RaaS BESS 11kV circuit breaker. 
This is done by taking analogue measurements from suitable CTs and VTs on the primary substation 
11kV switchboard, via a Power Quality Meter (PQM) if required.  The DNO RaaS Controller may require 
an integral or separate power quality meter (PQM) to accept the CT and VT analogue measurements 
and provide suitable voltage, frequency and power measurements to the DNO RaaS Controller based 
on the CT and VT measurements. 

The DNO RaaS Controller (via the PQM if required) must have the ability to take measurements from 
the secondary side of a VT or CT: 

• VT – 110VAC. 

• CT – 5A/1A. 

• Minimum sample frequency of 10kHz. 

It is critical that these measurements are redelivered reliably and quickly, and so these analogue 
measurements from the PQM module (if external to the DNO RaaS Controller) should be transmitted 
to the DNO RaaS Controller at a minimum every 100ms. 

 DNO RaaS Controller to RaaS BESS Transformer Neutral Earth 11kV 
Contactor 

The DNO RaaS Controller monitors the status of the RaaS BESS transformer 11kV neutral earth 
contactor (open/close) to ensure it is closed during RaaS Islanded operation (provides island operation 
11kV earth) and open during Grid Only operation (single earth provided via the primary 
transformer(s)).  Rapid status updates of the neutral earth contactor are required to detect a failure of 
the interlock between the neutral earth contactor and the primary substation 11kV circuit breaker 
when transitioning operational modes (Grid plus RaaS BESS to RaaS Islanded mode and vice versa) to 
ensure that there is one and only one earth at all times.   

To facilitate rapid status updates, a direct hardwired communication link is required between the DNO 
RaaS Controller and the neutral earth contactor.  

  



 Scottish and Southern Electricity Networks 
  Resilience as a Service 

DNO RaaS Controller Detailed Design Specification 
 
 

200993 04C Page 45 of 62 30/06/2021 
© 2021 Smarter Grid Solutions Ltd.  CONFIDENTIAL 
 

 Primary Substation RTU to Remote BESS RTU (Remote BESS 
Implementation Only) 

In the scenario where the BESS EMS is not local to the DNO RaaS Controller, the primary substation 
RTU will have a communication link with the BESS EMS RTU.  This link is to be specified by the third 
party RaaS Service Provider; however, it must be compatible with the primary substation RTU 
communication capabilities.  As the BESS EMS RTU is not at the same site as the DNO RaaS Controller, 
it is necessary that this interface uses a TCP/IP based protocol. Appropriate network equipment must 
be installed between the two sites if not already existing.
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7. NETWORK MONITORING, VISIBILITY AND OPERATOR INTERVENTION 

 DNO RaaS Controller to Substation RTU 

See Table 3 for additional data sent between the DNO RaaS Controller and the Substation RTU. 

 Substation RTU to BESS EMS 

See Table 3 for additional data sent between the Substation RTU and the BESS EMS. 

 DNO SCADA to Substation RTU 

See Table 3 for additional data sent between the DNO SCADA and Substation RTU. 

 Operator Intervention 

There are four ways in which the Control Room Operator can intervene with the DNO RaaS Controller 
and are described: 

1. Enable/disable Grid plus RaaS BESS transition to RaaS Islanded operation. 

2. Enable/disable Auto Synchronisation back to the grid. 

3. Enable/disable Black Start. 

4. Disconnect BESS by opening Circuit Breaker (through existing DNO SCADA System). 

5. Disable BESS (BESS will be shut down either in island or parallel mode) 

 DNO Operator Visibility 

The visibility of the DNO RaaS Controller in the DNO Control Room will be implemented by SSEN. At a 
minimum it is recommended that a summary of all data sent from the DNO RaaS Controller for use by 
the DNO DMS specified in Table 3 is made visible to the DNO Control Room operator. 

 Local User Interface 

The DNO RaaS Controller Local User Interface is to show an overview of the same information shown 
on the DNO DMS at the DNO Control Room.
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8. FAIL-SAFES AND COMMUNICATION RELIABILITY ISSUES 

 Communications Monitoring 

A two-way watchdog timer must be implemented between the primary substation RTU and the DNO 
RaaS Controller, and the primary substation RTU and the BESS EMS so that both systems can monitor 
their connection regardless of protocol chosen for these communications (e.g., Modbus or DNP3). An 
additional two-way watchdog must be implemented between the DNO SCADA system and the primary 
substation RTU (if not already existing). 

These watchdogs will involve incrementing a value at a specified time interval (e.g., 1 second) and 
sending this value to the communications partner. The communications partner then compares this 
value to the previously received value to confirm that it is still receiving data. 

 

8.1.1. Communication Failure Actions 

Communication failure actions associated with the primary substation RTU to DNO RaaS Controller, 
and the primary substation RTU to BESS EMS links will depend on the operational mode of the RaaS 
System.  The failures and actions are summarised in Table 11.  Note that although not stated in Table 
11, all link failure detections will result in the DNO RaaS Controller providing a status update to DNO 
Control Room and an alert to BESS Control Centre as well as any other actions indicated. 
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Table 11 - Primary Substation RTU/DNO RaaS Controller and Primary Substation RTU/BESS EMS 
Link Failure Detection Actions 

RaaS 
Operational 
Mode 

Link Failure Impact DNO RaaS Controller 
Action 

Grid plus 
RaaS BESS 

Primary 
substation 
RTU/DNO RaaS 
Controller 

• DNO RaaS Controller 
communications with the DNO 
Control Room lost; cannot issue 
alerts or status updates to or 
receive enable/disable 
commands from the DNO Control 
Room; cannot issue commands to 
the DNO SCADA or DNO DMS 
systems.  

• DNO RaaS Controller 
communications with the BESS 
EMS and BESS Control Centre 
lost; cannot issue alerts or status 
updates to the BESS Control 
Centre; cannot issue safe mode 
or transition disable commands 
to the BESS EMS; cannot receive 
RaaS BESS charge status or 
readiness status updates from 
the BESS EMS. 

• Cannot carry out an island black 
start sequence. 

Disable automatic black 
starting. 

Disable transition to 
island mode due to 
inability to trip BESS EMS 
if neutral earth interlock 
fails, however substation 
RTU must alert BESS EMS 
that communications 
with DNO RaaS Controller 
are lost. BESS EMS must 
disable auto transition to 
island mode. 

[Note - if the DNO Control 
Room wish to move the 
NOPs or allow personnel 
to work at the primary 
substation they will need 
to trip the RaaS BESS 
11kV circuit breaker as a 
command to the BESS 
EMS to disable auto 
transition to island mode 
cannot be received by the 
BESS EMS.]  

Grid plus 
RaaS BESS 

Primary 
substation 
RTU/BESS EMS 

• DNO RaaS Controller 
communications with the BESS 
EMS and BESS Control Centre 
lost; cannot issue alerts or status 
updates to the BESS Control 
Centre; cannot issue safe mode 
or transition enable/disable 
commands to the BESS EMS; 
cannot receive RaaS BESS charge 
status or readiness status 
updates from the BESS EMS. 

• Cannot carry out an island black 
start sequence. 

Disable automatic black 
starting. 

[Note - if the DNO Control 
Room wish to move the 
NOPs or allow personnel 
to work at the primary 
substation they will need 
to trip the RaaS BESS 
11kV circuit breaker as a 
command to the BESS 
EMS to disable auto 
transition to island mode 
cannot be received by the 
BESS EMS.] 
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RaaS 
Operational 
Mode 

Link Failure Impact DNO RaaS Controller 
Action 

RaaS 
Islanded 

Primary 
substation 
RTU/DNO RaaS 
Controller 

• DNO RaaS Controller 
communications with the DNO 
Control Room lost; cannot issue 
alerts or status updates to the 
DNO Control Room; cannot issue 
commands to the DNO SCADA or 
DNO DMS systems.  

• DNO RaaS Controller 
communications with the BESS 
EMS and BESS Control Centre 
lost; cannot issue alerts or status 
updates to the BESS Control 
Centre; cannot receive RaaS BESS 
charge status or readiness status 
updates from the BESS EMS. 

• DNO RaaS Controller 
communications lost with the 
DNO SCADA or DNO DMS or with 
the BESS EMS; cannot carry out 
an island black start sequence. 

• DNO RaaS Controller cannot 
receive requests or send auto 
synchronising enable update if 
BESS was disabled prior to 
comms failure; hence the BESS 
EMS cannot synchronise to grid 
(possible DNO Control Room to 
BESS Control Centre action 
required for synchronisation). 

Disable automatic black 
starting. 

[Note - a DNO Control 
Room and BESS Control 
Centre procedure would 
be required to allow the 
BESS EMS to synchronise 
with the Grid.] 
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RaaS 
Operational 
Mode 

Link Failure Impact DNO RaaS Controller 
Action 

RaaS 
Islanded 

Primary 
substation 
RTU/BESS EMS 

• DNO RaaS Controller 
communications with the BESS 
EMS and BESS Control Centre 
lost; cannot issue alerts or status 
updates to the BESS Control 
Centre; cannot receive RaaS BESS 
charge status or readiness status 
updates from the BESS EMS. 

• DNO RaaS Controller 
communications with the BESS 
EMS lost; cannot issue transition 
enable commands to auto 
synchronise the BESS EMS if 
previously disabled.   

• The DNO RaaS controller cannot 
issue command to BESS EMS to 
get ready for a black start; cannot 
carry out an island black start 
sequence. 

• DNO RaaS Controller cannot 
receive requests or send auto 
synchronising enable update if 
BESS was disabled prior to 
comms failure; hence the BESS 
EMS cannot synchronise to grid 
(possible DNO Control Room to 
BESS Control Centre action 
required for synchronisation). 

Status update to DNO 
Control Room. 

Disable automatic black 
starting. 

[Note - a DNO Control 
Room and BESS Control 
Centre procedure would 
be required to allow the 
BESS EMS to synchronise 
with the Grid.] 

 

Grid Only Primary 
substation 
RTU/DNO RaaS 
Controller 

See Grid plus BESS impacts. DNO Control Room 
receives alert from 
Substation RTU. DNO 
Control Room must block 
the closing of 11kV RaaS 
BESS Circuit Breaker. 

Grid Only Primary 
substation 
RTU/BESS EMS 

See Grid plus RaaS BESS impacts. DNO Control Room 
receives alert from 
Substation RTU. DNO 
Control Room must block 
the closing of 11kV RaaS 
BESS Circuit Breaker. 
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 Wire Break Detection and Short-Circuit Monitoring 

The analogue measurements that are taken from the CTs and VTs at the substation are important for 
the power quality monitoring functionality of the DNO RaaS Controller. As such it is essential that wire 
break and short-circuit monitoring technology is used for these measurements. If a wire break or short 
circuit are detected, the power quality cannot be reliably measured by the DNO RaaS Controller. 

A direct hardwired communication link is also required between the DNO RaaS Controller and the RaaS 
BESS transformer 11kV neutral earth contactor to provide rapid status updates of the neutral earth 
contactor position (open/close).  It is a key safety feature that the neutral earth contactor is in the 
correct status particularly when transitioning operational modes (Grid plus RaaS BESS, to RaaS Islanded 
mode and vici versa) to ensure that there is one and only one earth at all times.  While the neutral 
earth contactor position is interlocked with the primary substation transformer 11kV circuit breaker, 
the DNO RaaS Controller uses the neutral earth contactor status change to detect if the interlocking 
has failed and hence the RaaS System has failed.  As such it is essential that wire break and short-circuit 
monitoring technology is used for these status updates12. 

 

8.2.1. Communication Failure Actions 

Communication failure actions associated with the hardwired links from VTs and CTs and the neutral 
earth contactor will depend on what has failed and the operational mode of the RaaS System.  The 
failures and actions are summarised in Table 12.  Note that although not stated in Table 12, all link 
failure detections will result in the DNO RaaS Controller providing a status update to DNO Control 
Room and an alert to BESS Control Centre as well as any other actions indicated. 

Table 12 - Hardwired Link Failure Detection Actions 

RaaS 
Operational 
Mode 

Link Failure Impact DNO RaaS Controller 
Action 

Grid plus 
RaaS BESS 

Primary 
transformer 
11kV circuit 
CT or VT 

• Loss of power flow and voltage 
measurements used to monitor 
for primary transformer thermal 
and voltage threshold violations 
and issue power flow reduction 
set points to the BESS EMS.  

• Used to detect transition to black 
out condition where BESS EMS 
has failed to open transformer 
11kV circuit breaker. 

Send signal to BESS EMS to 
move to a safe operating 
mode (defined by SSEN).  
Send signal to BESS EMS to 
block transitions to Island 
mode. 

 
12 Note that this could be achieved with normally open and normally close contacts (one needs to be always open when the other is closed). 
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RaaS 
Operational 
Mode 

Link Failure Impact DNO RaaS Controller 
Action 

 RaaS BESS 
transformer 
11kV CT or VT 

Used to confirm occurrence of a 
black out condition. 

Could be used to monitor RaaS BESS 
power flows as part of controls to 
issue power flow reduction set 
points to the BESS EMS to avoid 
tripping the primary transformer due 
to thermal threshold limit violations. 

Status update to DNO 
Control Room and alert to 
BESS Control Centre. 

 11kV Busbar 
VT 

Used for 11kV frequency and voltage 
monitoring in Island Mode. 

Status update to DNO 
Control Room and alert to 
BESS Control Centre. 

 11kV neutral 
earth 
contactor 

No visibility of change in contactor 
status to determine if interlocking 
with primary transformer circuit 
breaker has failed during operational 
mode transition and 11kV system 
earth is not correct (RaaS System 
failure).  

Send signal to BESS EMS to 
block transitions to Island 
mode. 

RaaS 
Islanded 

Primary 
transformer 
11kV circuit 
CT or VT 

No impact during RaaS Islanded 
operation, however when 
resynchronised to the grid, the 
impacts and actions would be as 
indicated for Grid plus RaaS BESS 
operations. 

Status update to DNO 
Control Room and alert to 
BESS Control Centre. 

 RaaS BESS 
transformer 
11kV CT or VT 

Used to confirm transition to a black 
out mode. 

Status update to DNO 
Control Room and alert to 
BESS Control Centre. 

 11kV Busbar 
VT 

Used for 11kV frequency and voltage 
monitoring in island mode. 

Status update to DNO 
Control Room and alert to 
BESS Control Centre.  The 
BESS EMS and other 
protection systems will be 
relied on detect voltage or 
frequency instability and 
trip the RaaS BESS to 
protect DNO assets and 
customer equipment. 
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RaaS 
Operational 
Mode 

Link Failure Impact DNO RaaS Controller 
Action 

 11kV neutral 
earth 
contactor 

No visibility of change in contactor 
status to determine if interlocking 
with primary transformer circuit 
breaker has failed during operational 
mode transition and 11kV system 
earth is not correct (RaaS System 
failure).  

On synchronising back to 
the grid, trip the RaaS BESS 
11kV circuit breaker to 
avoid risk of multiple 11kV 
system earths. 

Grid Only Primary 
transformer 
11kV circuit 
CT or VT 

Used to detect occurrence of a black 
out condition where BESS EMS has 
failed to open transformer 11kV 
circuit breaker. 

If the RaaS BESS 11kV 
circuit breaker is closed to 
transition to Grid plus RaaS 
BESS mode, send signal to 
BESS EMS to move to a 
safe operating mode 
(defined by SSEN). 

 RaaS BESS 
transformer 
11kV CT or VT 

No impact. Status update to DNO 
Control Room and alert to 
BESS Control Centre. 

 11kV Busbar 
VT 

No impact. Status update to DNO 
Control Room and alert to 
BESS Control Centre. 

 11kV neutral 
earth 
contactor 

No visibility of change in contactor 
status to determine if interlocking 
with primary transformer circuit 
breaker has failed during operational 
mode transition and 11kV system 
earth is not correct (RaaS System 
failure).  

Disable closure of the RaaS 
BESS 11kV circuit breaker 
to avoid risk of multiple 
11kV system earths. 
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9. OPERATIONAL RISKS AND MITIGATION MEASURES 

The DNO RaaS Controller has two principal functions: 

1) Provide a link between the DNO SCADA system (including comms with the DNO Control Room) 
and an interface to the RaaS BESS, to ensure safe and effective operation of the RaaS system.  

2) Monitor the operation and status of the Primary Substation network and initiate the 
appropriate RaaS transition modes in response to a fault situation (when the RaaS system is 
enabled by the DNO Control Room), including maintaining correct protection/system settings 
through the various modes of operation.   

Failure of components of the DNO RaaS Controller can range from lesser impacts e.g. process error 
results in a loss of RaaS BESS run time forecast, to more serious impacts where a communication failure 
may mean the DNO Control Room cannot disable the RaaS transition from Grid plus RaaS BESS, to RaaS 
Islanded mode to allow personnel to access the substation.  Where operational safety is compromised 
by a DNO RaaS Controller failure the mitigation may be to disconnect the RaaS BESS e.g. a failure of 
the DNO RaaS Controller process server or the power supplies to the DNO RaaS Controller.  Section 8, 
Table 11 and Table 12 detail various communication link failures, their impacts and required control 
actions to ensure safe operations.  It is key that the DNO RaaS Controller has visibility of component 
failures and can either take a mitigating action or raise an alert to the DNO Control Room who can take 
a mitigating action e.g. trip the RaaS BESS 11kV circuit breaker via the DNO DMS and contact the 
maintenance providers to fix the DNO RaaS Controller.  

The operational risks associated with the DNO RaaS Controller will stem from a number of areas 
including which indicate possible mitigations: 

1. Errors in the DNO RaaS Controller functional design.  The functional design goes through a 
process of specifying the functional and non-functional requirements and required operational 
use cases, followed by a detailed design specification. During this process, each specification 
is thoroughly reviewed by appropriate personnel at SGS, SSEN and other project stakeholders.  
Reviews include formal reviews when specifications are issued in draft format and also through 
correspondence between the SGS design team and SSEN team throughout the specification 
developments. 

2. Errors in implementing the detailed design and requirements specification.  A robust testing 
strategy and test plan against the operational use cases is used to identify and rectify design 
and design implementation errors. 

3. Software/firmware failures.  It is key that the DNO RaaS Controller is implemented on an 
operational platform or system that will identify and alert key software or firmware failures.  
Again, robust testing will identify where additional alerts may be required. All software 
implemented in the DNO RaaS Controller is to be developed to a Quality Management System 
compliant with ISO27001.  

4. Hardware failures including communication links and interface, servers, processors, power 
supplies.  The DNO RaaS Controller provider should be able to demonstrate that their design 
(including hardware, firmware and software) will meet the operational availability 
requirement specified by SSEN (e.g. DNO RaaS Controller functionality available 99.9% of the 
time).  This could include evidence from other similar control schemes or evidence from 
reliability assessments.   

5. Inputs from other systems including the third party RaaS BESS/BESS EMS system and the DNO 
SCADA and DNO DMS system.  While the reliability of these systems will not be under the 
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control of the DNO RaaS Controller supplier, robust end to end production and acceptance 
testing will identify any operational issues. 

6. The correct level of ongoing operational support and maintenance will also be key to ensuring 
the DNO RaaS Controller will meet operational availability targets and remain secure.    
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10. CYBER SECURITY: RISKS AND SECURITY DESIGN 

 Information Security Management System and Security Assessment 

A major risk to any system implementation is flaws in the coding of the software as well as the 
deployment of that software. In order to reduce these risks the process in how that system is designed 
and implemented is a key factor. 

The DNO RaaS Controller supplier must operate using an Information Security Management System 
(ISMS) certified as compliant with the ISO27001 standard. This is an essential approach to information 
security as it demonstrates a commitment to reducing the security risks of any system that is 
implemented. 

As part of this ISMS the software development lifecycle (SDL) must ensure that the software 
implemented in the DNO RaaS Controller and all its dependencies are continually tested in order to 
detect and rectify any vulnerabilities. Any vulnerabilities that are found are triaged and actions are 
taken to correct these. 

The security assessment for the DNO RaaS Controller must consider the following issues for every 
possible vulnerability identified the DNO RaaS Controller as part of the ISMS: 

• What is the impact to operations of a successful attack using this vulnerability? 

• What is the likelihood of attack initiation? 

• What is the likelihood of a successful attack? 

The risk of each vulnerability is then calculated using the impact and likelihood and classified as Low, 
Medium, High or Critical. This classification should then be used to plan updates or fixes to the issue. 

 Operating System Security 

All Operating System security features of the DNO RaaS Controller should be enabled (e.g. SELinux and 
firewalls). Any features that are not enabled on the DNO RaaS Controller should be justified. 

 Local Graphical User Interface Security 

10.3.1. Role Based Access 

Any User Interface must have role-based security active to prevent unauthorised access. At a 
minimum, the following roles should be enabled with each user belonging to one role: 

1. Viewer/Read only. A user with this role has the ability to view the data displayed on the DNO 
RaaS Controller User Interface. No control actions are permitted. 

2. Controller/Operations. A user with this role has the ability to perform control actions with the 
DNO RaaS Controller but cannot make any user administration changes or any control 
parameter changes. 

3. Administrator. A user with this role can take any actions using the DNO RaaS Controller User 
Interface. 

No user should have a role that grants access to the DNO RaaS Controller beyond that which is required 
to carry out their job function. 

10.3.2. Password Protection 

Each user in with access to the DNO RaaS Controller User Interface must have passwords enforced. 
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 Auditing and Logging 

The following actions must be timestamped and logged on the DNO RaaS Controller in order to provide 
accountability and traceability on all actions carried out on the DNO RaaS Controller: 

• User Login/Logout and incorrect passwords entered. 

• Control actions, including the user that committed the control actions. 

• Control parameter changes, including the user that committed the parameter changes. 

 Networking and Encryption 

For any communications traffic that does not utilise encryption (e.g. Modbus, DNP3 TCP/IP traffic), it 
is essential that these interfaces do not connect with any the SSEN network, behind SSEN network 
protection. 

For any interface that interacts with any system out with the SSEN network (e.g. remote access to user 
interface) must be encrypted. Depending on the nature of this interface, this could be achieved either 
with public/private key encryption or basic authentication and the risks are included in the Security 
Assessment detailed in section 10.1. 

10.5.1. Network Components 

All unused ports in networking equipment (e.g., switches) must be disabled to prevent unauthorised 
entry into the network. 

 Firewalls and Ports 

Where appropriate, IP address filters are employed at the application layer of the DNO RaaS Controller 
such that only approved traffic is accepted - for example, for communications with the substation RTU. 

In addition to any SSEN network firewall measures, the DNO RaaS Controller must implement a host 
firewall. These may be built into any operating system features described in section 10.2. All firewall 
ports that are opened up in the DNO RaaS Controller must be communicated with SSEN in a secure 
manner. 

 Patching 

As part of the ISMS described in section, any identified vulnerability that is deemed to be a high enough 
risk to the operating environment must be addressed and a fix (patch) implemented. This deployment 
of this patch to the DNO RaaS Controller must be performed at the next available opportunity (i.e., the 
next planned maintenance window). 

 Remote Access 

If Remote Access to the DNO RaaS Controller is implemented, it must be accessed through a station 
located in a secure corporate network.  This station must be a hardened server and isolated from the 
rest of the network with limited access from approved users only. The remote connection must be 
implemented using a VPN tunnel to a secured jump host on SSEN’s network and not directly to the 
DNO RaaS Controller.  
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11. ORGANISATIONAL MODELS 

The organisation model considers the DNO staff and responsibilities associated with the use of RaaS 
to support SSEN.  Figure 9 illustrates the ownership boundary between the DNO and the RaaS Service 
Provider associated with the RaaS System. 

 

Figure 9 - RaaS System Context Diagram 
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The following DNO staff and responsibilities are viewed as a requirement associated with a BaU RaaS 
System.   

Table 13 - Staff and Responsibilities 

DNO Staff Responsibilities 

OT Team The OT team will be responsible for approving OT related 
elements of the RaaS system for deployment and operation 
on the SSEN network. 

Design Team The Design team will be responsible for approving Design 
related elements of the RaaS system for installation on the 
SSEN network. 

RTS Team Under BaU application the RTS team would hold 
responsibility for overseeing the RaaS system and its 
integration with the DNO SCADA and DMS systems. 

Control Room Operators DNO Control Room operators will receive status updates and 
alerts from the DNO RaaS Controller via the DNO DMS and 
will be able to disable and enable certain RaaS System 
automated process (e.g. permission to synchronise, island 
black start, Grid plus RaaS BESS to RaaS Islanded transition).  
Control Room operators would also contact the maintenance 
support provider, where alerted to any DNO RaaS Controller 
issues. 

DNO RaaS Controller maintenance 
support staff 

Responsible for the ongoing maintenance of the DNO RaaS 
Controller e.g. software patches, software updates, 
hardware replacements.   This would include responding to 
incidents, logging, responding and reporting.  The 
maintenance should include regular reporting (e.g. quarterly) 
on maintenance carried out and incident 
responses/resolution status.  The Maintenance service 
provision may be by DNO staff, third party service provides 
or the DNO maintenance staff may be supported by a third-
party maintenance service provider e.g. product vendors 
supplying DNO RaaS system equipment. 

New Connections team, 
Commercial/Contracts Staff 

RaaS service provision requires a DNO connection agreement 
with the RaaS Service Provider and a contract for the 
provision of RaaS services.  These contracts would be the 
responsibility of the DNO New Connections team and 
Commercial/Contracts staff. 

Commercial Settlement DNO Commercial Settlement staff would be responsible for 
the settlement of RaaS services under the RaaS service 
provision contract. 

Policy Policy staff would be responsible for developing and 
maintaining DNO policies relating to RaaS. 
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DNO Staff Responsibilities 

Regulatory Regulatory staff are responsible for regulatory compliance 
and for reporting regulatory performance and providing data 
under the various incentive schemes.  This includes the 
Interruption Incentive Scheme (IIS) where reporting 
Customer Interruption (CI) and Customer Minutes Lost (CML) 
data to the regulator is required.  It is likely that regulatory 
staff, including the RIIO-ED price control submission team, 
would have an influence on decisions to install RaaS systems 
or on the DNO policy covering this. 

Network Planning Network planning staff would evaluate & identify suitable 
locations for the implementation of RaaS, consider the 
technical aspects of installing a RaaS system, and input to or 
set out the business case for a RaaS system in line with the 
DNO policy established for RaaS. 
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12. APPENDIX 1 - SSEN SWP3 LIST OF SCOPE OF WORK ITEMS 

SWP 3 - Detailed DNO Scheme Design for the Selected Trial Site (1 primary substation site)  

Summary:  

1. Review of the outputs of SWP1, SWP2 and other relevant project material which describes the RaaS 
concept and is available to promote effective collaboration between all those involved in development 
of the scheme.  

2. Capture all project and operational requirements and ensure that these are factored into the 
scheme design and functionality to be provided by the DNO side aspects of the RaaS system - the 
scheme design should support integration with a range of different primary substation configurations 
(e.g. numbers of transformers, RTUs, etc.) and be compatible with a range of applicable 
communications standards and protocols, with the capability to accommodate site specific factors in 
a clear way when implementing the system at any individual substation.  

3. Create a detailed system architecture for the DNO side aspects of the RaaS system including its 
integration with existing SSEN assets and its interface with the external elements of the RaaS scheme 
- the architecture must be clearly represented to promote communication and understanding, and the 
use of frameworks such as SGAM13 (Smart Grid Architecture Model) is welcomed.  

4. Define the DNO side operational functions required for the implementation of RaaS, and where 
these functions best sit across the decentralised and centralised elements of primary substation 
operation.  

5. Identify the DNO staff roles & responsibilities associated with the use of RaaS to support SSEN 
network operation in the event of a fault.  

6. Evaluate and develop step-by-step process(es) for DNO side information exchanges and actions 
required to utilise RaaS to support SSEN network operation in the event of a fault and interface with 
the external elements of the RaaS scheme for each of the operational scenarios set out in Table 1 - this 
should identify all automated and/or manual information exchange steps between DNO 
devices/systems/parties, and across interfaces/boundaries with third party systems (e.g. status 
information, command signals, acknowledgement signals, time to readiness/readiness/completion 
information, voltage data, frequency data, synchronisation information, etc.)  

7. Represent the information exchange requirements between all devices, systems and/or individuals 
clearly through appropriate diagrams, flow charts, etc.  

8. Identify and detail the potential risks of RaaS operation and associated mitigation measures.  

9. Define requirements and recommendations for development of the DNO RaaS Platform (the 
purpose of this platform is to provide automated control of the DNO side elements of using RaaS to 
support SSEN network operation in the event of a fault and to provide the system interface with the 
external RaaS Controller and other third-party assets). 

10. Create a flow chart for the logic to be applied via the DNO RaaS Platform which represents the 
required algorithm segments, data points and detailed control logic.  

11. Produce proposed modifications to the existing SCADA system or other relevant business 
communications systems.  

 
13 The SGAM framework was created by the CEN-CENELEC-ETSI Smart Grid Coordination Group in response to Mandate M/490 issued by 

the European Commission in 2011 - CEN (European Committee for Standardization), CENELEC (European Committee for Electrotechnical 
Standardisation), ETSI (European Telecommunications Standards Institute).   
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12. Produce a proposed specification for the information and alarms to be shown in the DMS or other 
relevant business systems.  

13. Detail the communications media, communications protocols and information standards required 
to implement RaaS, including interfacing the DNO RaaS Platform with the external RaaS Controller and 
other third-party assets, and applying the required the protection and control schemes.  

14. Provide recommendations and identify options regarding the reliability of comms required to use 
RaaS to support SSEN network operation in the event of a fault.  

15. Identify factors relevant to cyber risk and information security associated with the implementation 
of RaaS.  

16. Develop a testing programme for the DNO side aspects of the RaaS system which demonstrates its 
integration with existing SSEN assets and its interfaces with the external elements of the RaaS scheme, 
in addition to its capability to operate as required - this should be aligned to the testing activities 
planned by other project partners, and should apply a staged approach to allow issues to be identified 
in a timely manner prior to further development or more involved testing activities, e.g. comprising 
Factory Acceptance Testing (FAT), bench testing, hardware-in-the-loop testing, and full commissioning 
testing.  

17. Develop an installation & commissioning programme for the DNO side aspects of the RaaS system 
- this should be aligned with the installation & commissioning activities planned by other project 
partners.  

18. Provide refined cost assumptions for procurement & installation of all DNO side aspects of the RaaS 
system (including its integration with existing SSEN assets and its interface with the external elements 
of the RaaS scheme).  

19. Liaise closely with the RaaS project partners to understand and align the development of the 
detailed DNO scheme design for RaaS with the detailed design for third party elements (i.e. RaaS 
Controller, BESS, DER). 

20. Arrange site visits as appropriate, via the SSEN RaaS project team.  

21. Comply with SSEN safety requirements and expectations, including attending SSEN Safety Briefings 
as required, prior to any site activities commencing.  

22. Maintain regular contact with the SSEN RaaS project team to report on progress and raise any 
potential issues at the earliest opportunity.  

23. Provide a report describing the work undertaken (including data used and any assumptions made) 
and detailing all findings and recommendations.  

24. Support project dissemination activities as appropriate. 


