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Project Title (This cannot be changed once registered) Project Reference 

CageCapture™ ™ SF6 Paint Detection 
NIA_SSEN_0059 

Funding Licensee(s) Project Start Date 
Scottish Hydro Electric Power Distribution 
Southern Electric Power Distribution 
London Power Networks 
South Eastern Power Networks 
Eastern Power Networks 
Northern Powergrid (Northeast) 
Northern Powergrid (Yorkshire) 

September 2022 

Project Duration Year 

17 months 
2024 

Nominated Project Contact(s) 
Tim Sammon, Innovation Programme Delivery Manager at SSEN 
fnp.pmo@sse.com 

1. Scope
Stage 1 Proof of concept SF6 detection coating developed and tested in relevant lab environment. 

Stage 2 Evaluate the performance of SF6 detection coating applied to nine circuit breakers in service on the distribution networks. Trial 
sites will preferably be in three different locations to provide the typical range of UK environmental conditions including coastal and 
higher altitude locations.  

As detailed in section 3.2 the project has the potential to deliver up to £11m in financial benefits to GB distribution customers based on 
early detection of leaked SF6 gas. 

2. Objective(s)
Stage 1: Proof of concept detection with CageCapture™ material. Quantifiable detection results will be undertaken to measure the 
success of the CageCapture™ detection proof of concept.  

Stage 2: Prototype testing of the coating. Evaluation of coating function in real world environment, measured by real world testing 
results.  

Date of Submission: 01/07/2024 
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3. Success Criteria 
Minimum success criteria (Must and should)  Measure  
Must be applicable to welds, metal pipework, resin and flanges. 
Should be applicable to existing coatings with simple surface 
preparation.  

Consideration in coating formulation results in successful 
deployment 

Must be durable and resilient to environmental conditions Evaluation in real environment testing validates performance 
Minimal conductivity Lab based testing validates property 
Reapplication possible  Evaluation in lab and real environment testing shows viability  
Desirable criteria (could)  Measure  
Detection coating with visual indicator  Successful candidates are identified as part of work programme 

in stage 1  
Easy to use  Evaluation in real environment testing results in positive 

feedback  
                

4. Performance compared to the  
original project aims, objectives  
and success criteria 

 
Details of how the Project is investigating/solving the issue described in the NIA Project Registration Pro-forma. 
Details of how the Project is performing/performed relative to its aims, objectives and success criteria.  
                

• Originally identified visual and fluorescent concept materials have been manufactured, analysed and tested following exposure 
to SF6. 

Initial visual results 
• Initial fluorescent results using the originally proposed cage material (CC19) showed extremely strong fluorescence however 

the reduction following SF6 exposure was limited. Upon further analysis it was considered that the changes in fluorescence 
after SF6 exposure would be extremely difficult to detect using standard industrial methods and were inconclusive in lab 
environments. Therefore, this potential solution was rejected, and alternative methods investigated. 

• Technical review meeting was held with network partners to understand the detailed objectives and requirements of the 
project and compare this to the performance and limitations of the proposed materials and solutions. 

o A paint or coating solution is unlikely to be practicable with Cage materials due to the incompatibility of the porous 
cage material and the required adhesive nature of a paint or coating media. 

o Realistic equipment geometries were shared together with other practical requirements and likely leak rates of SF6. 
o A tape type solution was proposed and agreed as a good compromise as this can be easily applied to various 

geometries in specific locations, e.g. across joints, which is both cost effective and compatible with the porous cage 
material. 

• Alternative solutions – that underwent proof of concept trials: 
o Co-crystalised CC3 (capture material) & CC19 (fluorescent), 
o Phenolphthalein cage (visual colour change),   
o Iodine saturated cage (may result in secondary colour change as Iodine is displaced from the cage by SF6) 

• Literature search & further research ongoing to try and identify any other promising technology or materials. 
• Sensitivity to water / humidity tested and found to have little or no effect. 
• New alternative visual material (Phenolphthalein cage) has recently been identified (May 23) and is being manufactured in 

preparation for testing and analysis. 
• Handheld Raman Spectrometer Identified as another potential method of detection using widely available and proven hand-

held instruments. Initial testing proved to be ineffective. Alternative methods and instruments being investigated, as in theory 
this method should work. 

• Final results of alternative solutions: 
o Co-crystalised CC3 & CC19 showed reduced fluorescence upon manufacture and therefore should result in a more 

discernible change upon SF6 exposure. Test method & equipment to accurately measure change in fluorescence upon 
exposure to SF6 being sourced as not available at University of Liverpool (UoL), 

o Phenolphthalein cage (visual colour change) is proving very difficult to manufacture due to limited information in 
published paper. Further trials ongoing. 

o Iodine saturated cage, initial trials were unsuccessful as the SF6 didn’t seem to displace the Iodine in sufficient 
quantities to be detected. However, further trials are ongoing as this is considered, in theory, to be a promising and 
practicable solution. 

In summary, initial trials and the originally proposed materials have not performed as expected. However, a number of alternative 
technologies were identified. However it was determined that the trial of these new materials were early stage research and beyond 
the scope of the original project.             
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5. Required modifications to the  
planned approach during the  
course of the project 

 
The Network Licensee should state any changes to its planned methodology and describe why the planned 
approach proved to be inappropriate. Please confirm if no changes were required     
                
Closed down 7 months early due to inadequate performance of the original material, alternative materials were identified but this was 
early-stage research, and it was determined that it was beyond the scope of the original project.       
 

6. Lessons learnt for future projects 
 
Describe how the project (methodology, stakeholder engagement etc.) changed, or provided opportunities, from 
your expectation at the start of the project and therefore could be useful for a future project. In addition, please 
discuss the effectiveness of the research development or demonstration undertaken.    
           
 The delivery partner had insufficient knowledge of substation configuration which led to a naiveite of around developing the product. 
The lessons learned here is that the networks should of educated the deliver partner in substation configuration at the outset of a the 
project. However as the outset was during covid restrictions site visits proved too difficult.  
                
 

7. The outcomes of the project 
When available, comprehensive details of the Project’s outcomes are to be reported. Where quantitative data is 
available to describe these outcomes it should be included in the report. Wherever possible, the performance 
improvement attributable to the Project should be described. If the TRL of the Method has changed as a result of 
the Project this should be reported. The Network Licensee should highlight any opportunities for future Projects to 
develop learning further.  
 

• Using fluorescence as detection was paused due to lack of equipment/set up.  
• Various methods for visible detection have been attempted, with mixed outcomes.  
• Secondary detection using an iodine doped cage and starch solution as well as a coloured imine cage is something that could 

be explored but this would represent early stage research.  
• TDAE (Tetrakis(dimethylamino)ethylene) has shown quick obvious colour change with SF6 in solution. It is possible that TDAE 

could be incorporated into a porous cage, it is unknown if once TDAE was loaded onto a material it would still show colour 
change.  

 
There are some examples other compounds reacting with SF6 resulting in a colour change but these have been determined unpractical 
for various reasons (end use, safety, scalability, dangerous and hazards of the chemicals used, multi-step synthesis); 

• Rhodium Complex that decomposes in presence of SF6 in solution forming a black solid (Paper Link) – Requires heating/cooling 
& pressure, so not practical 

• A pyridyl based compound in solution that when exposed to SF6 under ambient conditions instantly goes from deep purple to 
colourless (Paper Link) – Multistep synthesis that has many hazards along the way  

• Solution of a Nickel Complex in benzene that forms a crystalline solid in presence of SF6 (Paper Link) – requires other chemicals 
and conditions, so not practical        

 

8. Data Access & Quality Details 
 
A description of how any network or consumption data (anonymised where necessary) gathered in the course of 
the Project can be requested by interested parties. Please include a link to the publicly available data policy. 
                
For information how to request data gathered in the course of this project, see Network Innovation Competition (NIC) and Network 
Innovation Allowance (NIA) Data Sharing Procedure at https://ssen-innovation.co.uk/innovation-strategy/.   
               
               
               
               
               

https://onlinelibrary.wiley.com/doi/epdf/10.1002/anie.201505462
https://pubs.rsc.org/en/content/articlelanding/2017/GC/C7GC00877E
https://onlinelibrary.wiley.com/doi/epdf/10.1002/anie.201308270
https://ssen-innovation.co.uk/innovation-strategy/
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9. Foreground IPR 
A description of any foreground IPR that have been developed by the project and how this will be owned. 
Not applicable                
    

10. Planned implementation, 
recommendations or next steps 

 
Please describe the next steps to implement this innovation project. What policies and standards need to be 
updated or created as part of this implementation. 
               
There is no planned implementation as the project was closed early due to inadequate performance of the original material. Some 
research into possible alternatives was undertaken, from this it was found that TDAE (Tetrakis(dimethylamino)ethylene) has shown 
quick obvious colour change with SF6 in solution. It is recommended that further research is this area would be targeted at TDAE to 
determine if it could be incorporated into a porous cage and if loaded would still show a colour change to SF6.     
 

11. Other comments 
               
               
                
               
               
      

12. Standards Documents 
 
Identify any industry standards that may require updating due to the outcomes or understanding developed from 
this innovation project. If no standards will need to be updated, please state - not applicable 
               
Not applicable               
               
               
      
 


